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CHI SIAMO

BARACOS è una delle realtà  dinamica ed innovativa nata per soddisfare le 

nuove esigenze del mercato illuminotecnico. 

La società ha sede a Milano e si occupa di vendita e distribuzione  di strip led, 

profili in alluminio e faretti dedicati prevalentemente al  settore  del mobile.

La nostra struttura ha costi contenuti e vanta di un personale altamente 

qualificato grazie alla lunga esperienza acquisita nel campo dell’illuminazione.

I nostri prodotti sono studiati per garantire il massimo effetto in termini di 

luminosità , brillantezza e giochi di luce.

Ogni linea è curata con passione, i materiali vengono scelti con scrupolosità , i 

prodotti vengono sottoposti a lunghi test di durata ed il design è innovativo.

Tutto ciò permette a Baracos di proporre ai suoi clienti prodotti di fascia alta 

ad un prezzo estremamente competitivo.

Grazie ad una nutrita rete di collaborazioni con diversi fornitori, Baracos è in 

grado di soddisfare le esigenze personalizzate dei suoi clienti, proponendo 

soluzioni customizzate nella vasta gamma di articoli disponibili.

BARACOS is one of the dynamic and innovative realities born to satisfy 

the new demands of the lighting market.

The company is headquartered in Milan and deals with the sale and 
distribution of LED strips, aluminum profiles and spotlights dedicated 
mainly to the furniture sector..

Our structure bears contained costs and praises a highly qualified

staff, with a long-lasting experience acquired in the lighting field.

Our products have been developed to grant extreme performance in 
terms of brightness, brilliance and color variations.

Each line is cared with passion, and materials are scrupolously

selected with long endurance tests, though still offering an innovative 
design.

All these features allow Baracos to offer its Clients top-level articles at
extremely competitive costs.

Thanks to multiple collaborations with several providers, Baracos can 

satisfy any taylored needs for its Clients, offering customized solutions
within the broad range of articles available.

Il C.R.I. o indice di resa cromatica di 
una sorgente luminosa è una misura 
di quanto appaiano naturali i colori 
degli oggetti da essa illuminati. 
Questo parametro, oggi 
indispensabile per il mercato del 
lighting, indica la fedeltà della resa 
del colore dell’oggetto illuminato.
Le sorgenti led hanno ormai 
raggiunto CRI elevati attorno al 85/90 
e grazie al continuo sviluppo 
tecnologico queste possono essere 
utilizzate anche per illuminare grandi 
ambienti.

The C.R.I. or Color Rendering Index of 
a light source indicates the extent to 
which colours of illuminated objects
appear natural. As an indispensable
attribute in the lighting market, this
parameter defines the degree of 
fidelity of any illuminated object’s
colour.
Led light sources have attained high 
CRI values close to 85/90. Thanks to 
the constant technological evolution
of LED light sources, they can also be 
used for illuminating large 
environments.

GRADO IP

TEMPERATURA COLORE

C.R.I.

La produzione di chip LED è di massa, 
con milioni di pezzi prodotti, e 
leggere differenze dell'aspetto del 
colore e di emissione luminosa sono 
inevitabili.  Il binning è un metodo di 
scelta dei chip, in modo che tutti i 
LED di un lotto particolare abbiano lo 
stesso aspetto e un'emissione 
luminosa simile. 

The production of LED chips is 
massive, with millions of pieces 
produced, and slight differences in 
the appearance of color and light 
output are inevitable. The binning is a 
method of choosing the chips, so that 
all the LEDs of a particular batch have 
the same appearance and a similar 
light output.

BINNING
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CODE
V
dc

POWER
W/m

N° LED IP COLOR LED
Lm/
m

TC
°k

P X H
mm

CRI

BQ2140C2 24 10 700 20 WARM 2835 1350 2700 8 x 2 90

BQ2140C 24 10 700 20 WARM 2835 1400 3000 8 x 2 90

BQ2140N 24 10 700 20 NATUR 2835 1450 4000 8 x 2 90

BQ2140F 24 10 700 20 NATUR 2835 1500 6000 8 x 2 90

Striscia led flessibile da 140 led/m 2835 
rapporto lumen/watt pari a 140 . 
Adesivo 3M posteriore, cavi di ingresso 20 
cm, divisibile in multipli di 8 led. 
Confezione una bobina 5 m

Flexible led strip with 140 leds / m 2835 lumen / 
watt ratio equal to 140.
3M rear adhesive, 20 cm input cables, divisible 
into multiples of 8 LEDs. Pack a 5 m reel

BQ2140 24V  50W  700 LED 

STRISCE LED CLASSICHE

D

150 lm/w

CODE
V
dc

POWER
W/m

N° LED IP COLOR LED Lm/m
TC
°k

P X H
mm

CRI

B2632C 24 26 800 20 WARM 2835 3650 3000 10 x 3 80

B2632N 24 26 800 20 NATUR 2835 3700 4000 10 x 3 80

B2632F 24 26 800 20 COLD 2835 3750 6000 10 x 3 80

Striscia led flessibile da 160 led/m 2835 
rapporto lumen/watt pari a 150 . 
Adesivo 3M posteriore, cavi di ingresso 20 
cm, divisibile in multipli di 8 led. 
Confezione una bobina 5 m

Flexible led strip with 160 leds / m 2835 lumen / 
watt ratio equal to 150.
3M rear adhesive, 20 cm input cables, divisible 
into multiples of 8 LEDs. Pack a 5 m reel

B2632 24V  130W   800LED D

CODE
V
dc

POWER
W/m

N° LED IP COLOR LED
Lm/
m

TC
°k

P X H
mm

CRI

B8614C2 24 6 800 20 WARM 2835 1120 2700 5 x 2 80

B8614C 24 6 800 20 WARM 2835 1150 3000 5 x 2 80

B8614NA 24 6 800 20 WARM 2835 1200 3500 5 x 2 80

B8614N 24 6 800 20 WARM 2835 1250 4000 5 x 2 80

Striscia led flessibile da 160 led/m 2835 
rapporto lumen/watt pari a 180 . 
Adesivo 3M posteriore, cavi di ingresso 20 
cm, divisibile in multipli di 4 led.25mm 
Confezione una bobina 5 m

Flexible led strip with 160 leds / m 2835 lumen / 
watt ratio equal to 180.
3M rear adhesive, 20 cm input cables, divisible 
into multiples of 4 LEDs 25mm . Pack a 5 m reel

B8614 24V  30W  800 LED D

CRI90

180 lm/w
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B6922   24V  96W  800 LED  

CODE
V

Dc
POWER

W/m
N° LED IP COLOR LED lm

TC
°k

P X H
mm

CRI

B8938C2 24 14 800 20 WARM 2835 13000 2700 9 x 2 80

B8938C 24 14 800 20 WARM 2835 13000 3000 9 x 2 80

B8938N 24 14 800 20 NATUR 2835 13100 4000 9 x 2 80

B8938N5 24 14 800 20 NATUR 2835 13100 5000 9 x 2 80

B8938F 24 14 800 20 COLD 2835 13100 6000 9 x 2 80

Striscia led flessibile da 160 led/m 2835 con 
adesivo 3M posteriore, cavi di ingresso 20 cm, 
divisibile in multipli di 8 led. Confezione una 
bobina 5 m

Flexible LED strip, 160  led/m 2835 with 3M 
adhesive on the back, 20 cm input cables. Can be 
split into multiples of 8 leds. Packing with one 5m 
reel.  

B8938  24V  70W   800 LED 

B7077  24V  160W  1200 LED

Striscia led flessibile da  160 led/m 2835  con 
adesivo 3M posteriore, cavi di ingresso 20 cm, 
divisibile in multipli di 8 led. Confezione una bobina 
5 m  

Flexible LED strip, 160led/mt 2835 with
adhesive on back side, input cables cm 20. Can
be split into multiples of 8 leds. Packing with 
one 5m reel.

Striscia led flessibile da  240 led/m 2835 con 
adesivo  posteriore, cavi di ingresso 20 cm, 
divisibile in multipli di 8 led. Confezione una 
bobina 5 m

Flexible LED strip 240 led/m 2835 with adhesive on 
back side, input cables cm 20. Can be split into
multiples of 8 leds. Packing with one 5m reel.

E

E

CODE
V
dc

POWER
W/m

N° LED IP COLOR LED lm
TC
°k

P X H
mm

CRI

B6922C2 24 19 800 20 WARM 2835 19000 2700 10 x 2 80

B6922C 24 19 800 20 WARM 2835 19500 3000 10 x 2 80

B6922N 24 19 800 20 NATUR 2835 19500 4000 10 x 2 80

B6922F 24 19 800 20 COLD 2835 19500 6000 10 x 2 80

CODE
V
dc

POWER
W/m

N° LED IP COLOR LED lm
TC
°k

P X H
mm

CRI

B7077C 24 36 1200 20 WARM 2835 29000 3000 12 x 3 80

B7077N 24 36 1200 20 NATUR 2835 29000 4000 12 x 3 80

B7077F 24 36 1200 20 COLD 2835 29000 6000 12 x 3 80

STRISCE LED  ALTA EFFICIENZA 190LM/W

29000 lm
E
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Striscia led flessibile da 140 led/m 3528 con 
adesivo 3M posteriore, cavi di ingresso 20 cm, 
divisibile in multipli di 7 led. Disponibile in 
diverse lunghezze 5 , 20  e 50 metri.

Flexible 3528 LED strip (140 LEDs/m) with 3M 
adhesive backing and 20 cm input cables; cuttable in 
multiples of 7 LEDs. Available in lengths of 5, 20, 
and 50 meters.

B30290 24V  70W 700 LED

B0679 12V 48W 600 LED   

STRISCE LED DIFFERENTI LUNGHEZZE  

CODE
V

Dc
POWER

W/m
N° LED IP CRI

L
M

lm
TC
°k

P X H
mm

B302900 24 14 700 20 90 5 9000 4000 8 x 2

B302920 24 14 2800 20 90 20 36000 4000 8 x 2

B302950 24 14 7000 20 90 50 90000 4000 8 x 2

B421600 24 14 700 20 90 5 9000 3000 8 x 2

B421620 24 14 2800 20 90 20 36000 3000 8 x 2

B421650 24 14 7000 20 90 50 90000 3000 8 x 2

D

E

Differenti 
lunghezze 

Striscia led flessibile da 210 led/m 3528 con 
adesivo 3M posteriore, cavi di ingresso 20 cm, 
divisibile in multipli di 7 led. Disponibile in 
diverse lunghezze 5 , 20  e 50 metri.

Flexible 3528 LED strip (210 LEDs/m) with 3M 
adhesive backing and 20 cm input cables; cuttable in 
multiples of 7 LEDs. Available in lengths of 5, 20, 
and 50 meters.

B59730 24V  95W 1050 LED

CODE
V

Dc
POWER

W/m
N° LED IP CRI

L
M

lm
TC
°k

P X H
mm

B597300 24 19 1050 20 90 5 12500 4000 10 x 2

B597320 24 19 4200 20 90 20 50000 4000 10 x 2

B597350 24 19 10500 20 90 50 125000 4000 10 x 2

B597200 24 19 1050 20 90 5 12500 3000 10 x 2

B597220 24 19 4200 20 90 20 50000 3000 10 x 2

B421650 24 19 10500 20 90 50 125000 3000 10 x 2

D
130 Lm/W 

Striscia led flessibile da  240 led/m 2835  con 
adesivo 3M posteriore, cavi di ingresso 20 cm, 
divisibile in multipli di 6 led. Confezione una bobina 
5 m  

Flexible LED strip, 240 led/mt 2835 with
adhesive on back side, input cables cm 20. Can
be split into multiples of 6 leds. Packing with 
one 5m reel.

E

CODE
V
dc

POWER
W/m

N° LED IP COLOR LED lm
TC
°k

P X H
mm

CRI

B3032C2 24 26 1200 20 WARM 2835 8000 2700 10 x 2 90

B3032C 24 26 1200 20 COLD 2835 8100 3000 10 x 2 90

B3032F 24 26 1200 20 COLD 2835 8100 6000 10 x 2 90

B3032N 24 26 1200 20 NATUR 2835 8050 4000 10 x 2 90
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B5751  12V  72W  300 LED 

Striscia led flessibile da 60 led/m 3528 con 
adesivo 3M posteriore, cavi di ingresso 20 cm, 
divisibile in multipli di 3 led. Confezione una 
bobina 5 m

Flexible LED strip, 60  led/m 3528 with 3M adhesive
on the back, 20 cm input cables. Can be split into
multiples of 3 leds. Packing with one 5m reel.  

B5021 24V 25W 300 LED

B0542  12V 48W  600 LED   

Striscia led flessibile da  60 led/m 5050  con 
adesivo 3M posteriore, cavi di ingresso 20 cm, 
divisibile in multipli di 3 led. Confezione una 
bobina 5 m

Flexible LED strip, 60 led/m 5050 with
adhesive on back side, input cables cm 20. Can
be split into multiples of 3 leds. Packing with 
one 5m reel.

Striscia led flessibile da  120 led/m 3528 con 
adesivo 3M posteriore, cavi di ingresso 20 cm, 
divisibile in multipli di 6 led. Confezione una 
bobina 5 m

Flexible LED strip 120 led/m 3528 with adhesive
on back side, input cables cm 20. Can be split into
multiples of 6 leds. Packing with one 5m reel.

STRISCE LED IMPERMEABILI

E

E

CODE
V
dc

POWER
W/m

N° LED IP COLOR LED lm
TC
°k

P X H
mm

B5021C 24 5 300 65 WARM 3528 1800 3000 8 x 4

B5021F 24 5 300 65 COLD 3528 1900 6000 8 x 4

B5021B 24 5 300 65 BLUE 3528 1600 BLUE 8 x 4

B5021R 24 5 300 65 RED 3528 1600 RED 8 x 4

B5021V 24 5 300 65 GREEN 3528 1600 GREEN 8 x 4

CODE
V
dc

POWER
W/m

N° LED IP COLOR LED lm
TC
°k

P X H
mm

B5751C 12 14 300 65 WARM 5050 3500 3000 11 x 2

B5751F 12 14 300 65 COLD 5050 3800 6000 11 x 2

B5751N 12 14 300 65 NATUR 5050 3600 4500 11 x 2

CODE,
V
dc

POWER
W/m

N° LED IP COLOR LED lm
TC
°k

P X H
mm

B0542C 12 9,6 600 65 WARM 3528 2800 3000 8 x 2

B0542F 12 9,6 600 65 COLD 3528 3000 6000 8 x 2

B0542N 12 9,6 600 65 NATUR 3528 2900 4500 8 x 2

E
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B2845  24V 130W  800 LED

CODE
V
dc

POWER
W/m

N° LED IP COLOR LED lm
TC
°k

P X H
Mm

B4241C 24 12 800 65 WARM 2835 8200 3000 8 x 2

B4241N 24 12 800 65 NATUR 2835 8500 4000 8 x 2

B4241F 24 12 800 65 COLD 2835 8700 6000 8 x 2

Striscia led flessibile da 160 led/m 2835 
rapporto lumen/watt pari a 150 . 
Adesivo 3M posteriore, cavi di ingresso 20 
cm, divisibile in multipli di 8 led. 
Confezione una bobina 5 m

Flexible led strip with 160 leds / m 2835 lumen / 
watt ratio equal to 150.
3M rear adhesive, 20 cm input cables, divisible 
into multiples of 8 LEDs. Pack a 5 m reel

B4241  24V  60W  800 LED 

STRISCE LED  ALTA EFFICIENZA IP

CODE
V
dc

POWER
W/m

N° LED IP COLOR LED lm
TC
°k

P X H
mm

B2845C 24 26 800 65 WARM 2835 16500 3000 10 x 2

B2845N 24 26 800 65 NATUR 2835 17000 4000 10 x 2

B2845F 24 26 800 65 COLD 2835 17500 6000 10 x 2

150 lm/w D

150 lm/w

Striscia led flessibile da 160 led/m 2835 
rapporto lumen/watt pari a 150 . 
Adesivo 3M posteriore, cavi di ingresso 20 
cm, divisibile in multipli di 8 led. 
Confezione una bobina 5 m

Flexible led strip with 160 leds / m 2835 lumen / 
watt ratio equal to 150.
3M rear adhesive, 20 cm input cables, divisible 
into multiples of 8 LEDs. Pack a 5 m reel

D

B1965  24V   90W  600 LED

CODE
V
dc

POWER
W/m

N° LED IP COLOR LED lm
TC
°k

P X H
mm

B1965C 24 18 600 65 WARM 2835 7000 3000 12 x 2

B1965N 24 18 600 65 NATUR 2835 7500 4000 12 x 2

B1965F 24 18 600 65 COLD 2835 8000 6000 12 x 2

Striscia led flessibile da 160 led/m 2835 
con un CRI pari a 95 . 
Adesivo 3M posteriore, cavi di ingresso 20 
cm, divisibile in multipli di 6 led. 
Confezione una bobina 5 m

Flexible led strip with 160 leds / m 2835 lumen / 
CRI equal to 95.
3M rear adhesive, 20 cm input cables, divisible 
into multiples of 6 LEDs. Pack a 5 m reel

D
CRI95 
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B0717  24V 72W  300 LED 

Striscia led flessibile RGB da  60 led/m 5050 con 
adesivo 3M posteriore, cavi di ingresso 20 cm, 
divisibile in multipli di 6 led. Confezione una 
bobina 5 m

RGB Flexible LED strip 60 led/m 5050 with 
adhesive on back side, input cables cm 20. Can 
be split into multiples of 6 leds. Packing with 
one 5m reel.

E

STRISCE LED MULTICOLOR RGB

CODE
V
dc

POWER
W/mt

N° LED IP COLOR LED lm
L

mm
P X H
mm

B071700 24 14 300 20 RGB 5050 - 5000 10 x 2

B071720 24 14 300 20 RGB 5050 - 20000 10 x 2

B0717I5 24 10 300 65 RGB 5050 - 5000 10 x 2

B0717I7 24 10 300 67 RGB 5050 - 5000 10 x 2

B44960 24V  70W  540 LED 

Striscia led flessibile RGB con 6 mm di larghezza  
108led/m 5050 con adesivo 3M posteriore, cavi 
di ingresso 20 cm, divisibile in multipli di 6 led. 
Confezione una bobina 5 m

Flexible RGB LED strip 6mm  108 led / m 5050 
with 3M rear adhesive, 20 cm input cables, 
divisible in multiples of 6 LEDs. Pack a 5 m reel

D

CODE
V
dc

POWER
W/mt

N° LED IP COLOR LED lm
TC
°k

P X H
mm

B44960 24 14 540 20 RGB 5050 - MULT 6 x 2

RGB da 6 mm 

B437600  24V  150W 900 LED  

Striscia led RGB flessibile da  180 led/m 3535 
con adesivo 3M posteriore, cavi di ingresso 20 
cm, divisibile in multipli di 6 led. Confezione 
una bobina 5 m

RGB Flexible LED strip 180 led/m 3535 with 
adhesive on back side, input cables cm 20. Can 
be split into multiples of 6 leds. Packing with 
one 5m reel.

CODE
V
dc

POWER
W/mt

N° LED IP COLOR LED lm
TC
°k

P X H
mm

B437600 24 30 900 20 RGB 3535 - RGB 12 x 2

RGB 180 LED / metro 

D
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CODE
V
dc

POWER
W/mt

N° LED IP COLOR LED lm
TC
°k

P X H
mm

B254300 24 18 1200 20 W+N+C 2216 9000 MULT 10 x 3

B254300 24V 90W 1200 LED 

Striscia led flessibile con chip a bianco dinamico 
da  240 led/m  da 2700K a 6500K con adesivo 
3M posteriore, cavi di ingresso 20 cm, divisibile 
in multipli di 12 led. Confezione una bobina 5 m

Flexible led strip with 240 led / m dynamic white 
chip from 2700K to 6500K with rear 3M 
adhesive, 20 cm input cables, divisible into 
multiples of 12 LEDs. Pack a 5 m reel

E

STRISCE LED MULTICOLOR 

BIANCO DINAMICO
2700K / 6500K 

B7842 24V   100W 1120 LED  

Striscia led RGB+W flessibile da  224 led/m  con 
adesivo 3M posteriore, cavi di ingresso 20 cm, 
divisibile in multipli di 14 led. Confezione una 
bobina 5 m

RGB+W Flexible LED strip 224 led/m  with 
adhesive on back side, input cables cm 20. Can 
be split into multiples of 14 leds. Packing with 
one 5m reel.

E

CODE
V
dc

POWER
W/mt

N° LED IP COLOR LED Lm
TC
°k

P X H
mm

B7842C 24 20 1120 20 RGB+WW 2216 - M+3000 10 x 3

B7842N 24 20 1120 20 RGB+NW 2216 - M+4000 10 x 3

B7842F 24 20 1120 20 RGB+CW 2216 - M+6000 10 x 3

B7842IN 24 20 1120 65 RGB+NW 2216 - M+4000 10 x 3

RGB + W 

B8640  24V   190W 2100 LED  

Striscia led RGB+W flessibile da  420 led/m  con 
adesivo 3M posteriore, cavi di ingresso 20 cm, 
divisibile in multipli di 18 led. Confezione una 
bobina 5 m

RGB+W Flexible LED strip 420 led/m  with 
adhesive on back side, input cables cm 20. Can 
be split into multiples of 18 leds. Packing with 
one 5m reel.

E

CODE
V
dc

POWER
W/mt

N° LED IP COLOR LED Lm
TC
°k

P X H
mm

B8640C 24 38 2100 20 RGB+WW 2216 - M+3000 15 x 3

B8640N 24 38 2100 20 RGB+NW 2216 - M+4000 15 x 3

B8640IC 24 38 2100 54 RGB+CW 2216 - M+3000 15 x 3

B8640IN 24 38 2100 54 RGB+NW 2216 - M+4000 15 x 3

RGB + W 
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STRISCE LED COB    FCOB

CODE
V

Dc
POWER
W/mt

LED IP COLOR
L

mm
Lm

TC
°k

P X H
mm

B214C 24 14 COB 20 WARM 5000 8000 3000 10 x 2

B214N 24 14 COB 20 NATUR 5000 8000 4000 10 x 2

B214F 24 14 COB 20 COLD 5000 8000 6000 10 x 2

B214IC 24 14 COB 65 WARM 5000 8000 3000 10 x 2

B214IN 24 14 COB 65 NATUR 5000 8000 4000 10 x 2

B214IF 24 14 COB 65 COLD 5000 8000 6000 10 x 2

B214R 24 14 COB 20 RED 5000 8000 - 10 x 2

B214V 24 14 COB 20 GREEN 5000 8000 - 10 x 2

B214B 24 14 COB 20 BLUE 5000 8000 - 10 x 2

B214A 24 14 COB 20 ORANGE 5000 8000 - 10 x 2

B214RGB 24 14 COB 20 RGB 5000 8000 RGB 10 x 2

Striscia led flessibile LED COB adesivo 3M 
posteriore consumo 14W/mt . Luce continua e 
uniforme non necessita diffusore. Dimmerabile
con PWM 

Flexible led strip LED COB adhesive 3M rear 
consumption 14W / mt. Continuous and uniform 
light does not require a diffuser. Dimmable with 
PWM

B214   24V  70W   COB LED 

La strip led COB, con 528 chip led ogni metro, 
permette di ottenere un’illuminazione 
perfettamente continua ed omogenea.

D

CODE
V

Dc
POWER
W/mt

LED IP CRI
L

mm
Lm

TC
°k

P X H
mm

B8708C2 24 10 COB 20 90 5000 4900 2700 5 x 3

B8708C 24 10 COB 20 90 5000 5000 3000 5 x 3

B8708N 24 10 COB 20 90 5000 5100 4000 5 x 3

Striscia led flessibile LED FCOB da 5mm adesivo 
3M posteriore consumo 10W/mt . Luce 
continua e uniforme non necessita diffusore. 
Dimmerabile con PWM 

Flexible led strip LED FCOB 5mm adhesive 3M 
rear consumption 10W / mt. Continuous and 
uniform light does not require a diffuser. 
Dimmable with PWM

B8708  24V  50W   COB LED D

3 mm

CODE
V

Dc
POWER
W/mt

LED IP CRI
L

mm
Lm

TC
°k

P X H
mm

B9077C2 24 6 COB 20 90 5000 3200 2700 3 x 2

B9077C 24 6 COB 20 90 5000 3250 3000 3 x 2

B9077N 24 6 COB 20 90 5000 3300 4000 3 x 2

Striscia led flessibile LED FCOB da 3mm adesivo 
3M posteriore consumo 6W/mt . Luce continua 
e uniforme non necessita diffusore. 
Dimmerabile con PWM 

Flexible led strip LED FCOB 3mm adhesive 3M 
rear consumption 6W / mt. Continuous and 
uniform light does not require a diffuser. 
Dimmable with PWM

B9077  24V  30W   COB LED D
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STRISCE LED CON OTTICHE INTEGRATE  

CODE
V
dc

POWER
W/mt

N° LED IP COLOR
L

mm
Lm/m

t 
TC
°k

P X H
mm

B254C 24 20 300 20 WARM 5000 1600 3000 8 x 5

B254N 24 20 300 20 NATUR 5000 1650 4500 8 x 5

B254F 24 20 300 20 COLD 5000 1700 6000 8 x 5

B254   24V   100W  300 LED

Striscia led flessibile e piegabile da  60 led/m 
5054 con sistema ottico integrato con adesivo 
TESA posteriore, ideale per cassoni pubblicitari 
Apertura del fascio di 180°

Flexible and foldable 60 led / m 5054 led strip 
with integrated optical system with rear TESA 
adhesive, ideal for advertising containers 180 ° 
angle beam opening

D

PIEGABILE 
CON LENTE 

CODE
V
dc

POWER
W/mt

N° LED IP COLOR
L

mm
Lm
/mt 

TC
°k

P X H
mm

B9299N 24 4-8-12 300 20 NATUR 5000 - 4000 12 x 5

B9299F 24 4-8-12 300 20 COLD 5000 - 6000 12 x 5

B9299   24V   20-40-60W  300 LED

Striscia led flessibile con lente da 60 led/m 5054 
con sistema ottico integrato. Possibilità di 
funzionamento in 3 potenze per regolare le 
luminosità della light box.
Apertura del fascio di 180°

Flexible LED strip with 60 LEDs/m (5054 type) 
and integrated optical lenses. Offers three 
power settings to adjust the light box 
brightness.
180° beam angle.

D
3 STEP

CODE
V

Dc
POWER
W/mt

N° LED IP COLOR
L

mm
Lm/m

t
TC
°k

P X H
mm

B7744C 24 14 280 62 WARM 5000 1500 3000 10 x 7

B7744N 24 14 280 62 NATUR 5000 1500 4000 10 x 7

B7744F 24 14 280 62 COLD 5000 1500 6000 10 x 7

Striscia led flessibile Wall Washer  da 56 led/m 
2835 lente da 30° con adesivo 3M posteriore 
consumo 14W/mt .
Questa bobina ha un CRI (indice di resa 
cromatica)  di 90 

Flexible LED wall washer strip, 56 LEDs/m (2835), 
30° lens, with 3M adhesive backing and 14W/m 
power consumption.
This reel has a CRI (Color Rendering Index) of 90.

B7744   24V  70W   280 LED D

WALL 
WASHER
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B2842  24V  100W  600 LED

CODE
V
dc

POWER
W/m

N° LED IP COLOR LED lm
TC
°k

P X H
mm

B217C2 24 10 700 20 WARM 2216 5000 2700 4 x 2

B217C 24 10 700 20 WARM 2216 5000 3000 4 x 2

B217N 24 10 700 20 NATUR 2216 5100 4500 4 x 2

B217F 24 10 700 20 COLD 2216 5200 6000 4 x 2

Striscia led flessibile ultra sottile da 140 led/m 
2216 con adesivo 3M posteriore, cavi di 
ingresso 20 cm, divisibile in multipli di 7 led. 
Confezione una bobina 5 m

Flexible LED strip, ultra  thin 140  led/m 2216 with 
3M adhesive on the back, 20 cm input cables. Can 
be split into multiples of 7 leds. Packing with one
5m reel.  

B217  24V  50W 700 LED 

B6298  24V  60W  360LED  

Striscia led flessibile  molto sottile da  120 led/m 
2835  con adesivo 3M posteriore, cavi di ingresso 
20 cm, divisibile in multipli di 1 led. Possibilità di 
taglio ogni cm . Confezione una bobina 5 m  

Flexible LED strip very thin 120led/mt 2835
with adhesive on back side, input cables cm
20. Can be split into multiples of 1 leds.
Packing with one 5m reel.  Possibility of 
cutting every cm

Striscia led flessibile curvabile  da  72 led/m 
2835 con adesivo  posteriore, cavi di ingresso 
20 cm, divisibile in multipli di 6 led. Confezione 
una bobina 5 m

Flexible Bendable LED strip 72 led/m 2835 with 
adhesive on back side, input cables cm 20. Can be 
split into multiples of 6 leds. Packing with one 5m 
reel.

E

D

CODE
V
dc

POWER
W/m

N° LED IP COLOR LED lm
TC
°k

P X H
mm

B2842C 24 20 600 20 WARM 2835 2000 3000 5 x 2

B2842N 24 20 600 20 NATUR 2835 2000 4000 5 x 2

B2842F 24 20 600 20 COLD 2835 2000 6000 5 x 2

CODE
V
dc

POWER
W/m

N° LED IP COLOR LED lm
TC
°k

P X H
mm

B6298C 24 12 360 20 WARM 2835 3000 3000 6 x 2

B6298N 24 12 360 20 NATUR 2835 3100 4500 6 x 2

SOLO 4mm 

PIEGABILE  

STRISCE LED SPECIAL

TAGLIO OGNI CM  

D
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CODE
V
dc

POWER
W/mt 

N° LED IP COLOR
L

mm
Lm/
mt

TC
°k

P X H
mm

B230C 24 15 600 20 WARM 5000 1000 2700 8 X 3

B230N 24 15 600 20 NATUR 5000 1100 4500 8 X 3

B230   24V  75W   600 LED  

Striscia led flessibile con LED saldati  sul lato  da  
120 led/m  LED 3014 con adesivo 3M 
posteriore,
Luminosità pari a 5000lm 

Flexible led strip with LEDs welded on the side by 
120 led / m LED 3014 with rear 3M adhesive,
Brightness equal to 5000lm

STRISCE LED  SPECIAL

E

LED LATERALI

CODE
V

Dc
POWER
W/mt

LED/m IP CRI
L

mm
Lm

TC
°k

P X H
mm

B927900 24 12 200 20 90 5000 5700
3000
4000

4,5 x 2

B927920 24 12 200 20 90 20000 5700
3000
4000

4,5 x 2

Striscia LED REVERSE ultrasottile da 4,5 mm, 
con possibilità di selezionare due diverse 
tonalità di luce in base alla polarità di 
collegamento. Potenza 12 W/m. Luce continua 
e uniforme, senza necessità di diffusore. 
Dimmerabile.

REVERSE ultra-slim LED strip, only 4.5 mm wide, 
with two selectable colour temperatures 
depending on the connection polarity. Power 
consumption: 12 W/m. Continuous and uniform 
light output with no diffuser required. Dimmable.

B9279  24V  50W  1000 LED 
DREVERSE
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STRISCE LED 48V 

CODE
V

Dc
POWER
W/mt

LED IP CRI
L

mm
Lm/
mt

TC
°k

P X H
Mm

B8212C2 48 10 2835 20 90 25000 1200 2700 10 x 2

B8212C 48 10 2835 20 90 25000 2000 3000 10 x 2

B8212N 48 10 2835 20 90 25000 1200 4000 10 x 2

B8212F 48 10 2835 20 90 25000 2000 6000 10 x 2

Bobina Led da 25 metri a 48V senza caduta di 
tensione e luminosità. Taglio ogni 10 cm
Questa striscia led è molto luminosa e produce 
calore: per questo è necessario installarla sul 
profilo di alluminio che funge da dissipatore.

25-meter, 48V LED reel with no voltage or 
brightness drop; cuttable every 10 cm.
This LED strip is very bright and generates heat; 
therefore, it must be installed on an aluminum 
profile that acts as a heat sink.

B8212   48V  1200W   3500 LED D

25 metri

B4496  48V  150W 1000 LED  

Bobina Led da 5 metri a 48V senza caduta di 
tensione e luminosità. Taglio ogni 25mm
Questa striscia led è molto luminosa e produce 
calore: per questo è necessario installarla sul 
profilo di alluminio che funge da dissipatore.

5-meter, 48V LED reel with no voltage or 
brightness drop; cuttable every  25mm.
This LED strip is very bright and generates heat; 
therefore, it must be installed on an aluminum 
profile that acts as a heat sink.

D

CODE
V

Dc
POWER
W/mt

N° LED IP CRI
L

mm
Lm/m

t
TC
°k

P X H
mm

B4496 48 30 1000 20 90 5000 3300 3000 10 x 3

B4496 48 30 1000 20 90 5000 3300 4000 10 x 3

B4496 48 30 1000 20 90 5000 3300 6000 10 x 3

CODE
V

Dc
POWER
W/mt

LED IP CRI
L

mm
Lm/
Mt

TC
°k

P X H
Mm

B4960C 48 15 2835 20 90 10000 1700 3000 8 x 2

B4960N 48 15 2835 20 90 10000 1700 4000 8 x 2

B4960F 48 15 2835 20 90 10000 1700 6000 8 x 2

Bobina Led da 10 metri a 48V senza caduta di 
tensione e luminosità. Taglio ogni 5cm
Questa striscia led è molto luminosa e produce 
calore: per questo è necessario installarla sul 
profilo di alluminio che funge da dissipatore.

10-meter, 48V LED reel with no voltage or 
brightness drop; cuttable every 5 cm.
This LED strip is very bright and generates heat; 
therefore, it must be installed on an aluminum 
profile that acts as a heat sink.

B4960   48V  150W   1000 LED D

10 metri
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CODE
V

Dc
POWER
W/mt

N° LED IP COLOR
L

mm
PIXEL

/m
LED

P X H
Mm

B5015 24 15 300 20 RGB 5000 20 5050 10 x 2

Striscia Bobina Led SPI Magic Color RGB Con IC 
SM16511BK 24V Con 300 Smd 5050  5 Metri 
IP20 Con Biadesivo

SPI Magic Color RGB Coil Strip With SM16511BK 
24V With 300 Smd 5050 5 Meters IP20 With 
Biadhesive

B5015   24V  75W   300 LED 

STRISCE LED  DIGITALI 

E

DIGITALE 
MONOCROMATICA

CODE
V

Dc
POWER
W/mt

N° LED IP COLOR
L

mm
PIXEL

/m
LED

P X H
mm

B6415C 24 12 600 20 3000 5000 20 2835 10 x 3

B6415N 24 12 600 20 4000 5000 20 2835 10 x 3

B6415F 24 12 600 20 6000 5000 20 2835 10 x 3

Striscia Bobina Led SPI sequenziale , progressiva, 
digitale monocromatica  Con IC WS2811  24V  5 
Metri IP20 Con Biadesivo

SPI Sequential, Progressive, Monochrome Digital 
Coil Led Strip With IC WS2811 24V 5 Meters IP20 
With Double Sided Adhesive

E B6415   24V  60W   600 LED 

DIGITALE COB RGB
90 PIXEL/m

CODE
V

Dc
POWER
W/mt

N° LED IP COLOR
L

mm
PIXE
L/m

LED
P X H
mm

B7151 5 12 900 20 RGB 5000 90 COB 10 x 2

Striscia Bobina Led SPI sequenziale , progressiva, 
digitale monocromatica  Con M1615 5V  5 Metri 
IP20 Con Biadesivo

SPI Sequential, Progressive, Monochrome Digital 
Coil Led Strip With M1615  5V 5 Meters IP20 With 
Double Sided Adhesive

E B7151   5V  60W   900 LED 
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STRISCE LED SERIE ECO 

cm

cm

B-3528-300-20-ZB

12 VDC

4,8 W/m
300 lm/m

6500 K

20

120° 5 m 8 mm 60/m 5 cm

B-3528-300-20-NE 4000 K

B-3528-300-20-CB 3200 K

B-3528-300-65-ZB
12 VDC

4,8 W/m
280 lm/m

6500 K

65

B-3528-300-65-CB 3200 K

B-3528-600-20-ZB
12 VDC

9,6 W/m
550 lm/m

6500 K

20

120° 5 m 8 mm 120/m 2,5
B-3528-600-20-CB 3200 K

B-3528-600-65-ZB
12 VDC

9,6 W/m
520 lm/m

6500 K

65

B-3528-600-65-CB 3200 K

B-2835-300-20-ZB

12 VDC

6 W/m
750 lm/m

6500 K

20

120° 5 m 8 mm 60/m 5 cm

B-2835-300-20-NE 4000 K

B-2835-300-20-CB 3200 K

B-2835-300-65-ZB
12 VDC

6 W/m
700 lm/m

6500 K

65

B-2835-300-65-CB 3200 K

B-5050-300-20-ZB 12 VDC

14,4

W/m

900 lm/m

6500 K

20

120° 5 m 10 mm 60/m 5 cm
B-5050-300-20-CB 3200 K

B-5050-300-65-ZB 12 VDC

14,4

W/m

850 lm/m

6500 K

65

B-5050-300-65-CB 3200 K

B-5630-300-20-ZB
12 VDC

16 W/m
1750 lm/m

6500 K

20

120° 5 m 10 mm 60/m 5 cm

B-5630-300-20-CB 3200 K

B-5630-300-65-ZB
12 VDC

16 W/m
1700 lm/m

6500 K

65

B-5630-300-65-CB 3200 K

12 VDC

7,2 W/m
450 lm/m RGB

20

120° 5 m 10 mm 30/m 10

65

B-3528-300-20-CB-50

12 VDC

4,8 W/m
300 lm/m

6500 K

20 120°
50 
m 8 mm 60/m 5 cm4000 KB-3528-300-20-NE-50

3200 KB-3528-300-20-ZB-50

B-RGB-150-20

B-RGB-150-65

INSTALLAZIONE  INTERNA 
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PROFILI IN ALLUMINIO 
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CODE
P x H
mm

Cover
L

mm
DISSIPA

W/m

BRP1AT 7 x 17 TRASP 3000 19

BRP1AF 7 x 17 FROSTED 3000 19

BRP1AO 7 x 17 OPAL 3000 19

Profilo in alluminio satinato 7 x 17 mm 
Lunghezza barra 3 m 

Silver satin aluminum profile 7x17 mm.
Length 3 m

BRP1A

PROFILI IN ALLUMINIO  

CODE
P x H
mm

Cover
L

mm
DISSIPA

W/m

BRP51T 12 x 8 TRASP 2000 15

BRP51F 12 X 8 FROSTED 2000 15

BRP51O 12 X 8 OPAL 2000 15

Profilo in alluminio satinato. 12 x 8mm 
Lunghezza barra 2 m

Silver satin aluminum profile 12 x 8 mm
Length 2 m 

BRP51

T   

F

O

T   

F

O

CODE
P x H
mm

Cover
L

mm
DISSIPA

W/m

BRP18T 15 x 23 TRASP 3000 26

BRP18F 15 x 23 FROSTED 3000 26

BRP18O 15 x 23 OPAL 3000 26

Profilo in alluminio satinato. 23x15 mm 
Lunghezza barra 3m

Silver satin aluminum profile 23x15 mm.
Length 3m

BRP18
T   

F

O
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PROFILI IN ALLUMINIO

CODE
P x H
mm

Cover
L

mm
DISSIPA

W/m

BRP21T 16 x 17 TRASP 3000 26

BRP21F 16 x 17 FROSTED 3000 26

BRP21O 16 x 17 OPAL 3000 26

Profilo in alluminio satinato. 15,8 x 17,4mm 
Lunghezza barra 3m

Silver satin aluminum profile 15,8 x 17,4mm  
Length 3

BRP21

CODE
P x H
mm

Cover
L

mm
DISSIPA

W/m

BRP3T 16 x 16 TRASP 3000 15

BRP3F 16 X 16 FROSTED 3000 15

BRP3O 16 X 16 OPAL 3000 15

Profilo in alluminio satinato 16x 16 mm. 
Lunghezza barra 3m  

Silver satin aluminum profile 16 x 16 mm
Length 3 m 

BRP3

T   

F

O

T   

F

O

ANGOLARE 

CODE
P x H
mm

Cover
L

mm
DISSIPA

W/m

BRP2AT 24 x 7 TRASP 3000 19

BRP2AF 24 x 7 FROSTED 3000 19

BRP2AO 24 x 7 OPAL 3000 19

Profilo in alluminio satinato 24x7mm. 
Lunghezza barra 3 m 

Silver satin aluminum profile 24x7mm 
Length 3 m 

BRP2A
T   

F

O

INCASSO 
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CODE
P x H
mm

Cover
L

mm
DISSIPA

W/m

BRP5O 8 X 10 OPAL 3000 10

Profilo in alluminio satinato 8 x 10 mm
Lunghezza barra 3m  

Silver satin aluminum profile 8 x 10mm
Length 3 m  

BRP5

CODE
P x H
mm

Cover
L

mm
DISSIPA

W/m

BRP32O 70 X 55 OPAL 2000 45

Profilo in alluminio satinato 70 x 55 mm 
Lunghezza barra 2m 

Silver satin aluminum profile 70 x 55 mm
Length 2 m 

BRP32

O

O

PROFILI IN ALLUMINIO 

SOLO 10 mm  

CODE
P x H
mm

Cover
L

mm
DISSIPA

W/m

BRP9T 16 x 10 TRASP 3000 21

BRP9F 16 x 10 FROSTED 3000 21

BRP9O 16 x 10 OPAL 3000 21

Profilo in alluminio satinato 16 x 10 mm 
Lunghezza barra 3m 

Silver satin aluminum profile 16 x 10 mm
Length 3 m 

BRP9

T   

F

O
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CODE
P x H
mm

Cover
L

mm
DISSIPA

W/m

BRP71O 30 x 30 OPAL 3000 19

Profilo in alluminio satinato tondo  diametro 30 
mm Lunghezza barra 3m 

Satin-finish round aluminum profile, 30 mm 
diameter, 3 m bar length.

BRP71
O

PROFILI IN ALLUMINIO TONDI 

CODE
P x H
mm

Cover
L

mm
DISSIPA

W/m

BRP72O 60 x 60 OPAL 2000 32

Profilo in alluminio satinato tondo  diametro 60 
mm Lunghezza barra 2m 

Satin-finish round aluminum profile, 60 mm 
diameter, 2 m bar length.

BRP712

O

CODE
P x H
mm

Cover
L

mm
DISSIPA

W/m

BRP72O 60 x 60 OPAL 2000 32

Profilo in alluminio satinato tondo  diametro 60 
mm tutta copertura con anima in alluminio per
realizzare lampade con fascio 360°. 
Lunghezza barra 2 m 

Round satin-finish aluminum profile (60 mm 
diameter) with full-coverage design and 
aluminum core, for creating 360° beam lamps. 
Bar length: 2 m.

BRP713

O Luce a 360°
O
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CODE
P x H
mm

Cover
L

mm
DISSIPA

W/m

BRP10T 52 x 8 TRASP 2000 25

BRP10F 52 x 8 FROSTED 2000 25

BRP10O 52 x 8 OPAL 2000 25

Profilo in alluminio satinato 52 x 8 mm. 
Lunghezza barra 2m

Silver satin aluminum profile 52 x 8 mm
Length 2 m

BRP10

Profilo in alluminio satinato 70 x 30 mm 
Lunghezza barra 2m 

Silver satin aluminum profile 70 x30 mm
Length 2 m 

BRP28

T   

F

O

CODE
P x H
mm

Cover
L

Mm
DISSIPA

W/m

BRP12 20 x 2 - 3000 15

Profilo in alluminio grezzo 20 x 2 mm . 
Lunghezza barra 3 m 

Raw aluminum profile 20x 2 mm
Length 3 m  

BRP12

PROFILI IN ALLUMINIO 

INCASSO A 
PARETE T   

F

O

CODE
P x H
mm

Cover
L

mm
DISSIPA

W/m

BRP28T 70 x 30 TRASP 2000 35

BRP28F 70 x 30 FROSTED 2000 35

BRP28O 70 x 30 OPAL 2000 35
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CODE
P x H
mm

Cover
L

mm
DISSIPA

W/m

BRP35T 54 x 15 TRASP 2000 22

BRP35F 54 x 15 FROSTED 2000 22

BRP35O 54 x 15 OPAL 2000 22

Profilo in alluminio satinato 54 x 15mm. 
Lunghezza barra 2m

Silver satin aluminum profile 54 x 15 mm
Length 2 m

BRP35

Profilo in alluminio satinato 115 x 44mm. 
Lunghezza barra 2m

Silver satin aluminum profile 115 x 44mm
Length 2 m 

BRP33

T   

F

O

PROFILI IN ALLUMINIO 

DOPPIA 
ILLUMINAZIONE T   

F

O

CODE
P x H
mm

Cover
L

mm
DISSIPA

W/m

BRP33T 115 x 44 TRASP 2000 28

BRP33F 115 x 44 FROSTED 2000 28

BRP33O 115 x 44 OPAL 2000 28

Profilo in alluminio calpestabile  satinato 23 x 
16 mm. Lunghezza barra  2m 

Satin-finish walkable aluminum profile, 23 x 16 
mm. Bar length: 2 m.

BRP40

CALPESTABILE 
O

CODE
P x H
Mm

Cover
L

mm
DISSIPA

W/m

BRP40O 23 x 16 OPAL 2000 14
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CODE
P x H
mm

Cover
L

mm
DISSIPA

W/m

BRP41T 12 x 7 TRASP 2000 12

BRP41F 12 x 7 FROSTED 2000 12

BRP41O 12 x 7 OPAL 2000 12

Profilo in alluminio satinato 12 x 7 mm 
Lunghezza barra 2m 

Silver satin aluminum profile 12 x7 mm
Length 2 m

BRP41

Profilo in alluminio satinato. 24 x 9mm
Lunghezza barra 2m.

Silver satin aluminum profile 24 x 9mm
Length 2 m 

BRP42

T   

F

O

PROFILI IN ALLUMINIO 

T   

F

O

CODE
P x H
mm

Cover
L

mm
DISSIPA

W/m

BRP42T 24 x 9 TRASP 2000 26

BRP42F 24 x 9 FROSTED 2000 26

BRP42O 24 x 9 OPAL 2000 26

Profilo in alluminio satinato 32x11mm. 
Lunghezza barra 2m 

Silver satin aluminum profile 32x11mm
Length 2 m 

BRP43

CODE
P x H
mm

Cover
L

Mm
DISSIPA

W/m

BRP43T 32 x 11 TRASP 2000 32

BRP43F 32 x 11 FROSTED 2000 32

BRP43O 32 x 11 OPAL 2000 32

T   

F

O
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CODE
P x H
mm

Cover
L

mm
DISSIPA

W/m

BRP44T 30 x 14 TRASP 2000 26

BRP44F 30 x 14 FROSTED 2000 26

BRP44O 30 x 14 OPAL 2000 26

Profilo in alluminio satinato. 30x14mm
Lunghezza barra 2 m

Silver satin aluminum profile 30x14mm
Length 2 m

BRP44

Profilo in alluminio satinato 46 x26mm.  
Lunghezza barra 2m 

Silver satin aluminum profile 46x 26 mm
Length 2 m

BRP45

T   

F

O

PROFILI IN ALLUMINIO 

T   

F

O

CODE
P x H
mm

Cover
L

mm
DISSIPA

W/m

BRP45T 46 x 26 TRASP 2000 30

BRP45F 46 x 26 FROSTED 2000 30

BRP45O 46 x 26 OPAL 2000 30

Profilo in alluminio satinato 53 x 23 mm. 
Lunghezza barra  2m 

Silver satin aluminum profile 53 x 23mm
Length 2 m  

BRP46

CODE
P x H
mm

Cover
L

Mm
DISSIPA

W/m

BRP46T 53 x 23 TRASP 2000 30

BRP46F 53 x 23 FROSTED 2000 30

BRP46O 53 x 23 OPAL 2000 30

T   

F

O
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PROFILI IN ALLUMINIO 

GAMMA COMPLETA   - COMPREHENSIVE RANGE
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NEON FLEX  
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NEON FLEX LED SIDE 

BTLFF   24V   90W

5 mt di tubo LED Flessibile  con 120 LED/mt a 
luce continua copertura in PVC grado di 
protezione IP67 tagliabile ogni 5 cm 

5 meters of flexible LED tube with 120 LED / 
mt continuous light PVC covering IP67 
protection level, cut every 5 cm

D

CODE
V
dc

POWER
W/m

N° LED IP COLOR LED Lm
TC
°k

P X H
mm

BTLFFC2 24 18 600 67 WARM 3528 4000 2700 16 x 8

BTLFFC 24 18 600 67 WARM 3528 4100 3000 16 x 8

BTLFFN 24 18 600 67 COLD 3528 4200 4000 16 x 8

BTLFN4   24V   40W

5 mt di tubo LED Flessibile  con 180 LED/mt a 
luce continua copertura in PVC grado di 
protezione IP65 tagliabile ogni 5 cm 

5 meters of flexible LED tube with 180 LED / 
mt continuous light PVC covering IP65 
protection level, cut every 5 cm

D

CODE
V
dc

POWER
W/m

N° LED IP COLOR LED Lm
TC
°k

P X H
mm

BTLFN4C2 24 8 600 65 WARM 3528 2000 2700 10 x 4

BTLFN4C 24 8 600 65 WARM 3528 2100 3000 10 x 4

BTLFN4N 24 8 600 65 COLD 3528 2200 4000 10 x 4

BTLFL   24V   90W

5 mt di tubo LED Flessibile  con 120 LED/mt a 
luce continua copertura in PVC grado di 
protezione IP67 tagliabile ogni 5 cm 

5 meters of flexible LED tube with 120 LED / 
mt continuous light PVC covering IP67 
protection level, cut every 5 cm

D

CODE
V
dc

POWER
W/m

N° LED IP COLOR LED Lm
TC
°k

P X H
mm

BTLFLC2 24 18 600 67 WARM 3528 4000 2700 12 x 6

BTLFLC 24 18 600 67 WARM 3528 4100 3000 12 x 6

BTLFLN 24 18 600 67 COLD 3528 4200 4000 12 x 6
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NEON FLEX SIDE

BTLFL1   24V   100W

10 mt di tubo LED Flessibile  con 120 LED/mt a 
luce continua copertura in PVC grado di 
protezione IP65 tagliabile ogni mm 

10 meters of flexible LED tube with 120 LED / 
mt continuous light PVC covering IP65 
protection level, cut every  mm

D

CODE
V
dc

POWER
W/m

N° LED IP COLOR LED Lm
TC
°k

P X H
mm

BTLFL1C2 24 10 1200 65 WARM COB 4000 2700 12 x 6

BTLFL1C 24 10 1200 65 WARM COB 4000 3000 12 x 6

BTLFL1N 24 10 1200 65 NATUR COB 4100 4000 12 x 6

BTLFL1F 24 10 1200 65 COLD COB 4200 6000 12 x 6

BTLFL1R 24 10 1200 65 RED COB 4000 2200 12 x 6

BTLFL1B 24 10 1200 65 BLUE COB 4100 - 12 x 6

BTLFL1A 24 10 1200 65 AMBRA COB 4200 - 12 x 6

BTLFL1P 24 10 1200 65 PINK COB 4200 - 12 x 6

Taglio ogni 
mm

BTLFL54   12V   30W

5 mt di tubo LED Flessibile  luce continua 
copertura in PVC grado di protezione IP65 
tagliabile ogni cm 

5 meters of flexible LED tube continuous light 
PVC covering IP65 protection level, cut every  
cm

D

CODE
V

Dc
POWER

W/m
N° LED IP COLOR LED Lm

TC
°k

P X H
mm

BTLFL54C 12 7 1200 65 WARM 3528 2000 3000 13 x 6

BTLFL54N 12 7 1200 65 NATUR 3528 2100 4000 13 x 6

BTLF54F 12 7 1200 65 COLD 3528 2200 6000 13 x 6

BTLF4   24V   150W

10 mt di tubo LED Flessibile  con 120 LED/mt a 
luce continua copertura in PVC grado di 
protezione IP67 tagliabile ogni  cm 

10 meters of flexible LED tube with 120 LED / 
mt continuous light PVC covering IP67 
protection level, cut every cm

D

CODE
V
dc

POWER
W/m

N° LED IP COLOR LED Lm/m
TC
°k

P X H
mm

BTLF4F 24 15 1200 67 WARM 3528 1000 6000 20 x 10

BTLF4C 24 15 1200 67 WARM 3528 1000 3000 20 x 10

BTLF4N 24 15 1200 67 COLD 3528 1000 4000 20 x 10
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NEON FLEX TONDI
BTLFR1   24V   90W

5 mt di tubo LED Flessibile  con 120 LED/mt a 
luce continua a 360° copertura in PVC grado di 
protezione IP65 tagliabile ogni  cm.

5 meters of flexible LED tube with 120 LED / 
mt continuous 360°  light PVC covering IP65 
protection level, cut every  cm.

D

CODE
V
dc

POWER
W/m

N° LED IP COLOR LED Lm
TC
°k

P X H
mm

BTLFR1C2 24 12 600 65 WARM 2835 6300 2700 18 x 18

BTLFR1C 24 12 600 65 WARM 2835 6300 3000 18 x 18

BTLFR1N 24 12 600 65 NATUR 2835 6500 4000 18 x 18

BTLFR2   24V   60W

5 mt di tubo LED Flessibile  con 160 LED/mt a 
luce continua a 360° copertura in PVC grado di 
protezione IP65 tagliabile ogni  cm.

5 meters of flexible LED tube with 160 LED / 
mt continuous 360°  light PVC covering IP65 
protection level, cut every  cm.

D

CODE
V
dc

POWER
W/m

N° LED IP COLOR LED Lm/n
TC
°k

P X H
mm

BTLFR2C2 24 12 800 65 WARM 3528 1280 2700 8 x 8

BTLFR2C 24 12 800 65 WARM 3528 1280 3000 8 x 8

BTLFR2N 24 12 800 65 NATUR 3528 1280 4000 8 x 8

BTLFR3   24V   120W

5 mt di tubo LED Flessibile  digitale con 120 
LED/mt a luce continua a 360° copertura in PVC 
grado di protezione IP65 tagliabile ogni  cm.

5 meters of flexible Digital LED tube with 120 
LED / mt continuous 360°  light PVC covering 
IP65 protection level, cut every  cm.

D

CODE
V
dc

POWER
W/m

N° LED IP COLOR LED Lm/m Pixel/m
P X H
mm

BTLFR3 24 24 600 67 RGB 3528 600 20 25 x 25

Digitale
RGB
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NEON FLEX LED TOP FRONT

BTLFBRGB   24V   78W

5 mt di tubo LED Flessibile RGB con 120 LED/mt 
a luce continua copertura in PVC grado di 
protezione IP67 tagliabile ogni 5 cm 

5 meters of flexible LED RGB tube with 120 
LED / mt continuous light PVC covering IP67 
protection level, cut every 5 cm

D

CODE
V
dc

POWER
W/m

N° LED IP COLOR LED Lm
TC
°k

P X H
mm

BTLFBRGB 24 15 600 67 RGB 3535 2000 RGB 10 x 10

BTLFBN   24V   150W

10 mt di tubo LED Flessibile con 120 LED/mt a 
luce continua copertura in PVC grado di 
protezione IP67 tagliabile ogni 5 cm 

10 meters of flexible LED tube with 120 LED / 
mt continuous light PVC covering IP67 
protection level, cut every 5 cm

D

CODE
V
dc

POWER
W/m

N° LED IP COLOR LED lm
TC
°k

P X H
mm

BTLFBNC2 24 15 1200 67 WARM 3528 14000 2700 10 x 10

BTLFBNC 24 15 1200 67 COLD 3528 14500 3000 10 x 10

BTLFBNN 24 15 1200 67 NATUR 3528 15000 4000 10 x 10
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NEON FLEX TOP FRONT 
BTLFB16   24V   80W

10 mt di tubo LED Flessibile con 120 LED/mt a 
luce continua copertura in PVC grado di 
protezione IP67 tagliabile ogni  cm 

10 meters of flexible LED tube with 120 LED / 
mt continuous light PVC covering IP67 
protection level, cut every  cm

D

CODE
V
dc

POWER
W/m

N° LED IP COLOR LED Lm/m
TC
°k

P X H
mm

BTLFB16C2 24 8 1200 67 WARM 3528 840 2700 10 x 10

BTLFB16C 24 8 1200 67 COLD 3528 840 3000 10 x 10

BTLFB16N 24 8 1200 67 NATUR 3528 840 4000 10 x 10

BTLFB6   24V   40W

5 mt di tubo LED Flessibile con 120 LED/mt a 
luce continua copertura in PVC grado di 
protezione IP67 tagliabile ogni  cm 

5 meters of flexible LED tube with 120 LED / 
mt continuous light PVC covering IP67 
protection level, cut every  cm

D

CODE
V
dc

POWER
W/m

N° LED IP COLOR LED Lm/m
TC
°k

P X H
mm

BTLFB6C 24 8 1200 67 WARM 3528 410 3000 6 x 6

BTLFB6N 24 8 1200 67 COLD 3528 410 4000 6 x 6

BTLFB6F 24 8 1200 67 NATUR 3528 410 6000 6 x 6

BTLFB8   24V   50W

5 mt di tubo LED Flessibile con 120 LED/mt a 
luce continua copertura in PVC grado di 
protezione IP67 tagliabile ogni  cm 

5 meters of flexible LED tube with 120 LED / 
mt continuous light PVC covering IP67 
protection level, cut every  cm

D

CODE
V
dc

POWER
W/m

N° LED IP COLOR LED Lm/m
TC
°k

P X H
mm

BTLFB8C 24 10 1200 67 WARM 3528 680 3000 10 x 8

BTLFB8N 24 10 1200 67 COLD 3528 680 4000 10 x 8

BTLFB8F 24 10 1200 67 NATUR 3528 680 6000 10 x 8
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NEON FLEX DUAL BEND 

BTLD1   24V   140W

10 mt di tubo LED Flessibile  con 120 LED/mt a 
luce continua copertura in PVC grado di 
protezione IP65 tagliabile ogni mm 

10 meters of flexible LED tube with 120 LED / 
mt continuous light PVC covering IP65 
protection level, cut every  mm

D

CODE
V
dc

POWER
W/m

N° LED IP COLOR LED Lm
TC
°k

P X H
mm

BTLDC2 24 14 1200 67 WARM 3528 400 2700 16 x 16

BTLD1C 24 14 1200 67 WARM 3528 400 3000 16 x 16

BTLD1N 24 14 1200 67 WARM 3528 400 4000 16 x 16

BTLWA   24V   18W

1 mt di tubo LED Flessibile wall washer con 
apertura fascio 20 ° copertura in PVC grado di 
protezione IP65 

1m flexible LED wall washer strip, 20° beam 
angle, PVC housing, IP65 protection rating.

D

CODE
V
dc

POWER
W/m

N° LED IP COLOR LED Lm
TC
°k

P X H
mm

BTLWAC 24 18 30 67 2700 3030 1700 1700 23 x 23

BTLWAN 24 18 30 67 4000 3030 1700 1700 23 x 23

BTLWAF 24 18 30 67 6000 3030 1700 1700 23 x 23

BTLDS1   24V   140W

10 mt di tubo LED Flessibile  digitale con 120 
LED/mt a luce continua a 120° copertura in PVC 
grado di protezione IP65 tagliabile ogni  cm.

10 meters of flexible Digital LED tube with 
120 LED / mt continuous 120°  light PVC 
covering IP65 protection level, cut every  cm.

D

CODE
V
dc

POWER
W/m

N° LED IP COLOR LED Lm/m Pixel/m
P X H
mm

BTLDS1 24 14 600 67 RGB 3528 840 20 25 x 25

Digitale
RGB



36

RETRO ILLIMINAZIONE  
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CODE
V
dc

POWER
W

N° LED IP COLOR
L

mm
lm

TC
°k

P x H
mm

BR688C 12 1 3 68 WARM 72 145 3000 15 x 8

BR688N 12 1 3 68 NATUR 72 150 4000 15 x 8

BR688F 12 1 3 68 COLD 72 160 6000 15 x 8

Modulo a 3 led 3SMD2835 7215 da 1W 
150LM/W 170D 12V disponibile in 3 tonalità di 
luce 

3SMD2835 7215 1W 150LM/W 170D 12V 3 led 
module available in 3 light shades

BR688   12V   1W

RETRO ILLUMINAZIONE PER LIGHT BOX

E

BR1780     24V    10W F

Matrice LED 480X240MM 288LED 10W IP20 
4000K utilizzabile come retro illuminazione, 
uniformità nella luce possibilità di collegamento 
in parallelo, con foglio autodissipante in rame.

LED matrix 480X240MM 288LED 10W IP20 4000K 
usable as backlighting, light uniformity, possibility of 
parallel connection, with self-dissipating copper 
sheet.

MATRICE 
LED  

CODE
V

Dc
POWER

W
N° LED IP COLOR

L
mm

lm
TC
°k

P x H
mm

BR1780C 24 10 288 20 WARM 480 1200 3000 290 x 1

BR1780N 24 10 288 20 NATUR 480 1300 4000 290 x 1

BR1780F 24 10 288 20 COLD 480 11400 6000 290 x 1

CODE
V
dc

POWER
W

N° LED IP COLOR
L

mm
lm

TC
°k

P x H
mm

BR3612C 12 1 1 65 WARM 36 150 3000 12 x 8

BR3612N 12 1 1 65 NATUR 36 160 4000 12 x 8

BR3612F 12 1 1 65 COLD 36 170 6000 12 x 8

Modulo a 1 led  OSRAM da 1W 150LM 12V 
disponibile in 3 tonalità di luce 

3SMD2835 7215 1W 150Lm  12V 1 led module 
available in 3 light shades

BR3612   12V   1WE

LED 
OSRAM 
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CODE
V POWER

W
N° LED IP COLOR

L
mm

lm
TC
°k

P x H
mm

BRS3237C 2,6 0,92 1 20 WARM 20 170 3000 20 x 2

BRS3237N 2,6 0,92 1 20 NATUR 20 170 4000 20 x 2

BRS3237F 2,6 0,92 1 20 COLD 20 200 5000 20 x 2

Modulo star led con LED Nichia 219C 
Dimensioni del PCB : 20×21,2mm 350 lm 207 
lm/W    250V
Life time >60000h @ 500mA

LED star module with Nichia 219C LED
PCB size: 20 × 21.2mm 350lm 207lm / W 250V
Life time> 60000h @ 500mA

BRS3237    24V   4W 

RETRO ILLUMINAZIONE PER LIGHT BOX 

E

CODE
V
dc

POWER
W

N° LED IP COLOR
L

mm
Lm

TC
°k

P x H
mm

BM1552 24 3 1 65 COLD 45 200 6000 12 x 25

Modulo led composto da un led EPISTAR 2,8W 
per insegne e lightbox

LED module composed of an EPISTAR 2.8W LED 
for signs and lightboxes

BM1552    24V   3W E

CODE
V
dc

POWER
W/mt

Angle IP COLOR
L

mm
lm

TC
°k

P x H
mm

BRS6N 24 15 160 20 NATUR 1100 190 4000 18 x 7

BRS6F 24 15 160 20 COULD 1100 190 6000 18 x 7

Back light  con 22 led  e lente da 160° per retro 
illuminazione di scritte pubblicitarie e pannelli.
Kit composto da 10 barre LED da 110 cm 
cablate con doppio cavo 

Back light with 22 led  and 160° lens specific for 
advertising boxes and panels. Kit made of 10 
LED bars 110 cm equipped with doble cable

BRS6   24V   155W G

BACKLIGHT
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SENSORI 
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BWBEZDNB   12V  

SENSORI  

CODE
V in
dc

V out
dc

Max Load
A

IP
Max Load

W

BWBEZDNB 12 0-12 1,66 20 20

Control dimmer in tensione con Cavo da 150 cm 
funzione touch con LED blu integrato

Voltage control dimmer with 150 cm cable and 
integrated blue led

BWBEZDC   220V  TOUCH MODE

CODE
V in
ac

IP
Type

Max Power
W

H
mm

L x P
mm

BWBEZDC 110-220 20 Hand 500 20 35 x 83

Sensore  switch accensione quando la mano si 
trova all’interno del range del sensore (<5cm)

Sensor switch - power on when hand steps into
the sensor switch area (<5cm)

BWBEZDB   220V   DOOR MODE

CODE
V in
ac

IP
Type

Max Power
W

H
mm

L x P
mm

BWBEZDB 110-220 20 Door 500 20 35 x 83

Sensore  switch accensione quando l’anta si 
apre e si spegne quando l’anta si chiude

Sensor ignition switch  on when the door opens 
and shitch off when the door is closed)

DOOR 
MODE  

TOUCH 
MODE  
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BWPDRW   12V  TOUCH MODE  

SENSORI  

CODE
V in
Dc

IP
Type

Max Power
W

H
mm

L x P
mm

BWPDRW 12 20 Retract 50 14 33 x 44

Sensore a scomparsa con accensione quando la 
mano sfiora il mobile e spegnimento quando 
avviene un secondo sfioramento

Retractable with ignition sensor when the hand 
touches the movable and off occurs when a 
second touch

BWBBUNI   12V/24V  
DOOR and  TOUCH MODE

CODE
V in
dc

V out
dc

Max
Load

A

Max
Power

W

H
mm

L x D
mm

COLOR

BWBBUNI 12/24 0-12 2 48 17 53 x 17 WHITE

BWBCUNI 12/24 0-12 2 48 17 53 x 17 BLACK

Sensore IR switch – doppia funzione touch and 
door mode rilevamento determina l’accensione 
o lo spegnimento della lampada

IR sensor switch - any reflection with doble 
function touch and door mode; switch changes
to OFF when a new motion is detected

BADBUNI   

BCR7000   220V  

CODE V 
D
m

IP
Max

Power
W

H
mm

L x D
mm

BCR7000 220 6 20 800 25 34 x 56

Sensore di Movimento a Infrarossi e 
Crepuscolare Montaggio Da Incasso

Infrared and Twilight Motion Sensor Recessed 
Mounting

TOUCH and DOOR  
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BCR1000   220V

SENSORI 

Sensore IR switch - ogni variazione all’interno 
del range (10 m) di rilevamento determina 
l’accensione o lo spegnimento della lampada

IR sensor switch - any variation within the 
detection range (10m) causes a switch change
to ON; switch changes to OFF when a new 
motion is detected

CODE
V in
ac

IP
RANGE

m
Max Load

W
H

mm
L x D
mm

BCR1000 220 44 10 1200 94 78 x 87

BCR3000    220V

Sensore IR switch - ogni variazione all’interno 
del range (6 m) di rilevamento determina 
l’accensione o lo spegnimento della lampada

IR sensor switch - any variation within the 
detection range (6 m) causes a switch change to 
ON; switch changes to OFF when a new motion
is detected

CODE
V in
ac

IP
RANGE

m
Max Load

W
H

mm
L x D
mm

BCR3000 220 20 6 1200 56 115 x 115
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SENSORI PER PROFILI  

B7130 B7131 B7132

B7135 B2294 B7125

B7129 B2291 B2220

B2290 B7127 B7128
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FARETTI LED
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CODE
V POWER

W
Angle 

°
I

mA
COLOR

H
mm

D
mm

lm
TC
°k

BF13AC2 2,9 1 60 350 WARM 14 16 130 2700

BF13AC 2,9 1 60 350 WARM 14 16 125 3000

BF13AN 2,9 1 60 350 NATUR 14 16 130 4000

BF13AF 2,9 1 60 350 COLD 14 16 150 5000

Faretto ad incasso con LED con foro 16mm  e 
fornito con cavo 25cm

Recessed spot LED assembly into 16mm hole
and supplied with 25 cm cable

BF13A  350mA   1W     

PUNTI LUCE LED 

D

BF14  12V   2W  D

CODE
V
dc

POWER
W

lm IP COLOR
H

mm
D

mm
TC
°k

BF14C 12 2 190 40 WARM 10,5 32 3000

BF14N 12 2 200 40 NATUR 10,5 32 4000

BF14F 12 2 210 40 COLD 10,5 32 5000

Faretto ad incasso con LED con foro 24mm  e 
fornito con cavo 25cm

Recessed spot LED assembly into 24mm hole
and supplied with 25 cm cable

DISPONIBILE in VARIE 
FINITURE

CODE
V POWER

W
Angle 

°
I

mA
COLOR

H
mm

D
mm

lm
TC
°k

BF20C2 2,9 1 60 350 WARM 21 16 130 2700

BF20C 2,9 1 60 350 WARM 21 16 125 3000

BF20N 2,9 1 60 350 NATUR 21 16 130 4000

BF20F 2,9 1 60 350 COLD 21 16 150 5000

Faretto ad incasso con LED con foro 16mm  e 
fornito con cavo 25cm

Recessed spot LED assembly into 16mm hole
and supplied with 25 cm cable

BF20  350mA   1W     D
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CODE
V POWER

W
Angle 

°
I

mA
COLOR

H
mm

D
mm

Lm
TC
°k

BF14AC2 2,9 2,2 40 350 WARM 22 28 440 2700

BF14AC 2,9 2,2 40 350 WARM 22 28 470 3000

BF14AN 2,9 2,2 40 350 NATUR 22 28 480 4000

BF14AF 2,9 2,2 40 350 COLD 22 28 520 5000

BF14ARGB 2,9 3x1 40 350 RGB 22 28 - RGB

Faretto ad incasso con LED con foro 28mm  e 
fornito con cavo 25cm

Recessed spot LED assembly into 28mm hole
and supplied with 25 cm cable

BF14A  350mA   2 W     

PUNTI LUCE LED 

D

CODE
V POWER

W
Angle 

°
I

mA
COLOR

H
mm

D
mm

lm
TC
°k

BF21C2 2,9 1 60 350 WARM 14 21 130 2700

BF21C 2,9 1 60 350 WARM 14 21 125 3000

BF21N 2,9 1 60 350 NATUR 14 21 130 4000

BF21F 2,9 1 60 350 COLD 14 21 150 5000

Faretto ad incasso con LED con foro 21mm  e 
fornito con cavo 25cm

Recessed spot LED assembly into 21mm hole
and supplied with 25 cm cable

BF21  350mA   1W     D

BF15A  350mA  1 W  D

CODE
I

mA
POWER

W
Lm IP COLOR

H
mm

D
mm

TC
°k

BF15AC2 350 1 120 40 WARM 12 32 2700

BF15AC 350 1 130 40 WARM 12 32 3000

BF15AN 350 1 140 40 NATUR 12 32 4000

BF15AF 350 1 150 40 COLD 12 32 5000

Faretto ad incasso con LED con foro 24mm  e 
fornito con cavo 25cm

Recessed spot LED assembly into 24mm hole
and supplied with 25 cm cable
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Faretto ad incasso adatto per negozi ed 
esposizioni e per arredamenti in finitura 
cromata

Recessed spotlight suitable for shops and 
exhibitions and for furnishings in chrome finish

B2341    12V  3W   

PUNTI LUCE  LED 

D

CODE
V
dc

POWER
W

N° LED IP COLOR
H

mm
D

mm
lm

TC
°k

B2341C 12 3 10 20 WARM 14 72 240 3000

B2341N 12 3 10 20 NATUR 14 72 240 4000

Faretto led ultra piatto semplice da motare
Dotato di cavo di collagamanto di 50 cm 

Ultra flat LED spotlight easy to install
Equipped with a 50 cm connection cable

D

CODE
V
dc

POWER
W

N° LED IP COLOR
H

mm
D

mm
TC
°k

BF3166C 12 3 20 20 WARM 8 58 3000

BF3166N 12 3 20 20 NATUR 8 58 4000

BF3166F 12 3 20 20 COLD 8 58 6000

BF3166  12V   3W    

BF22  350mA  1 W  E

CODE
I

mA
POWER

W
Lm IP COLOR

H
mm

D
mm

TC
°k

BF22C2 350 1 38 40 WARM 12 32 2700

BF22C 350 1 40 40 WARM 12 32 3000

BF22N 350 1 42 40 NATUR 12 32 4000

BF22F 350 1 46 40 COLD 12 32 5000

Faretto ad incasso con LED con foro 10mm  e 
fornito con cavo  FEP 5 m

Recessed spot LED assembly into 10mm hole
and supplied with 5 m cable FEP

CALPESTABILE   
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CODE
V

Dc
POWER

W
IP lm COLOR

H
mm

D
mm

TC
°k

FORO
mm

BFP3330C 12/24 3 40 280 WARM 15 68 3000 55

BFP3330F 12/24 3 40 280 WARM 15 68 6000 55

BFP3330N 12/24 3 40 300 NATUR 15 68 4000 55

Mini Faretto Led Da Incasso Touch Dimmer 
Controllo Carcassa Bianca 6000K DC12V 
DC24V 3W Foro 55mm

Mini Recessed Led Spotlight Touch Dimmer 
Control White Housing 6000K DC12V DC24V 
3W Hole 55mm

BFP3330   12V/24V    3W

PUNTI LUCE LED 

D

CODE
V

DC
POWER

W
COLOR lm COLOR

H
mm

D
mm

TC
°k

FORO
mm

B1001722C 12 1,2 GRAY 80 WARM 11 26 3000 20

B1001722F 12 1,2 GRAY 80 COLD 11 26 5000 20

B1001728C 12 1,2 BLACK 80 WARM 11 26 3000 20

B1001728F 12 1,2 BLACK 80 COLD 11 26 5000 20

Spot led cob 1,2W,carcassa grigio satinato o 
nera, con rotazione del faretto di 80° ideale per 
ottenere un’illuminazione mirata degli oggetti.

1.2W cob spot light, satin-finish gray or black 
casing, with 80 ° spotlight rotation ideal for 
obtaining targeted lighting of objects

B100172    12V    1,2W
E

CODE
V
ac

POWER
W

IP lm COLOR
H

mm
D

mm
TC
°k

FORO
mm

BFP0130C 220 3 40 280 WARM 38 48 3000 55

BFP0130N 220 3 40 300 NATUR 38 48 4500 55

Spot led cob 3W,carcassa bianca, con angolo 
illuminazione 38°,diametro da 45mm,foro da 
40mm,IP40,da incasso nel soffitto contro-
soffitto cartongesso

Led cob 3W spotlight,  white casing, with 38 ° 
lighting angle, 45mm diameter, 40mm hole, 
IP40, recessed ceiling in plasterboard ceiling

BFP0130   220V    3W
E

DIREZIONABILE 
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PUNTI LUCE LED 

CODE
V

Dc
POWER

W
IP lm COLOR

H
mm

D
mm

TC
°k

FORO
mm

B3169C 12 3 40 240 WARM 30 50 3000 42

B3169N 12 3 40 240 NATUR 30 50 4000 42

BL3190F 12 3 40 240 COLD 30 50 6000 42

Spot led cob 3W,orientabile carcassa bianca, 
con angolo illuminazione 30°,diametro da 
50mm,foro da 42mm,da incasso nel soffitto 
contro-soffitto cartongesso

Spot led cob 3W, adjustable white frame, with 
30 ° lighting angle, 50mm diameter, 42mm 
hole, recessed in plasterboard ceiling

B3169    12V    3W
EORIENTABILE  

CODE
V POWER

W
IP lm COLOR

H
mm

D
mm

TC
°k

FORO
mm

B1814C 3,2 3 40 240 WARM 29 30 3000 23

B1814N 3,2 3 40 240 NATUR 29 30 4000 23

B1814F 3,2 3 40 240 COLD 29 30 6000 23

Spot led cob 3W,orientabile carcassa silver, con 
angolo illuminazione 60°,diametro da 
30mm,foro da 23mm,da incasso nel soffitto 
contro-soffitto cartongesso

Spot led cob 3W, adjustable silver frame, with 
60 ° lighting angle, 30mm diameter, 23mm 
hole, recessed in plasterboard ceiling

B1814    3,2V    3W
E

CODE
V

Dc
POWER

W
IP lm COLOR

H
mm

D
mm

TC
°k

FORO
mm

B2736C 12 1 40 130 WARM 22 32 3000 25

B2736N 12 1 40 130 NATUR 22 32 4000 25

B2736F 12 1 40 130 COLD 22 32 6000 25

Spot led cob 1W, carcassa silver, con angolo 
illuminazione 60°,diametro da 32mm,foro da 
25mm,da incasso nel soffitto contro-soffitto 
cartongesso

Spot led cob 3W, silver frame, with 60 ° lighting 
angle, 32mm diameter, 25mm hole, recessed in 
plasterboard ceiling

B2736    12V    1WE
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PUNTI LUCE LED 

CODE
V

DC
POWER

W
IP lm COLOR

H
mm

D
mm

TC
°k

FORO
mm

B3165C 12 4 40 240 WARM 35 32 3000 25

B3165N 12 4 40 240 NATUR 35 32 4000 25

B31654F 12 4 40 240 COLD 35 32 6000 25

Spot led cob 4W,orientabile carcassa bianca, 
con angolo illuminazione 30°,diametro da 
32mm,foro da 25mm,da incasso nel soffitto 
contro-soffitto cartongesso

Spot led cob 4W, adjustable silver frame, with 
30 ° lighting angle, 32mm diameter, 25mm 
hole, recessed in plasterboard ceiling

B3165    12V    4W
E

CODE
V

Dc
POWER

W
IP lm COLOR

H
mm

D
mm

TC
°k

FORO
mm

B3162C 12 1 40 130 WARM 22 32 3000 25

B3162N 12 1 40 130 NATUR 22 32 4000 25

B3162F 12 1 40 130 COLD 22 32 6000 25

Spot led cob 1W, carcassa silver, con angolo 
illuminazione 30°,diametro da 32mm,foro da 
25mm,da incasso nel soffitto contro-soffitto 
cartongesso

Spot led cob 3W, silver frame, with 30 ° lighting 
angle, 32mm diameter, 25mm hole, recessed in 
plasterboard ceiling

B3162    12V    1WD

CODE
V

DC
POWER

W
IP lm COLOR

H
mm

D
mm

TC
°k

CRI

B7118C 12 2,2 40 240 WARM 35 28 3000 90

B7118N 12 2,2 40 240 NATUR 35 28 4000 90

Spot led cob 2,2W, per teche e vetrine 
orientabile carcassa nera, con angolo 
illuminazione 24°

2.2W COB LED spotlight for display cases and 
cabinets, adjustable, black housing, 24° beam 
angle

B7118    12V    2,2W
E
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FARETTI LED 

CODE
V
ac

POWER
W

IP lm COLOR
H

mm
D

mm
TC
°k

FORO
mm

B4339C 220 20 40 1800 WARM 82 136 3000 120

B4339N 220 20 40 1800 NATUR 82 136 4000 120

Spot led Orientabile con led cob da 20W 
corpo bianco, con angolo illuminazione 
38°,driver Philips e Led Cree. 

Adjustable led spot with 20W cob led, white 
body, with 38 ° lighting angle, Philips driver and 
Cree Led

B4339   220V    20W
E

Spot led Orientabile cob 6W,carcassa grigio 
satinato, con angolo illuminazione 30°,da 
incasso nel soffitto contro-soffitto 
cartongesso

Adjustable Spot Led cob 6W spotlight, 
satin gray casing, with 30 ° lighting angle, 
recessed ceiling in plasterboard ceiling

BFP6460   220V    5WE

CODE
V
ac

POWER
W

IP lm COLOR
H

mm
D

mm
TC
°k

FORO
mm

BFP6460C 220 6 40 480 WARM 50 68 2700 75

BFP6460N 220 6 40 490 NATUR 50 68 4000 75

BFP6460F 220 6 40 500 COLD 50 68 6000 75
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FARETTI LED 

CODE
V
ac

POWER
W

IP lm COLOR
H

mm
D

mm
TC
°k

FORO
mm

BFP0410N 220 10 40 900 NATUR 54 90 4000 75

BFP0410C 220 10 40 900 WARM 54 90 3000 75

Spot led cob 10W , con angolo illuminazione 
60°, da incasso nel soffitto contro-soffitto 
cartongesso

Spot Led cob  10W spotlight, with 60 ° lighting 
angle, recessed ceiling in plasterboard ceiling

BFP0410    220V    10W
E

CODE
V
ac

POWER
W

IP lm COLOR
H

mm
D

mm
TC
°k

FORO
mm

BFP0415N 220 15 40 1400 NATUR 65 120 4000 105

Spot led cob 15W , con angolo illuminazione 
60°, da incasso nel soffitto contro-soffitto 
cartongesso

Spot Led cob  15W spotlight, with 60 ° lighting 
angle, recessed ceiling in plasterboard ceiling

E

CODE
V
ac

POWER
W

IP lm COLOR
H

mm
D

mm
TC
°k

FORO
mm

B62510 220 5 40 450 CCT 85 40 CCT 35

Mini Spot da incasso con foro 35mm con incluso 
Ghiera Bianca e Nera intercambiabile , potenza da 
5Watt e 450 lumen .Cri 90  Ugr 14.Temperatura 
colore selezionabile 2700K/4000K/6000K

Recessed Mini Spot with 35mm hole with 
interchangeable Black and White Bezel 
included, 5Watt power and 450 lumens.
Cri 90 Ugr 14.Selectable color temperature 
2700K/4000K/6000K

E

BFP0415    220V    15W

B62510  5W  220V   
CCT-COLOR 
SELECTABLE
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FARETTI LED ORIENTABILI 

CODE
V
Ac

POWER
W

IP lm COLOR
H

Mm
P

mm
TC
°k

CRI

B7124BN 220 2 20 200 BLACK 42 34 4000 90

B7124WN 220 2 20 200 WHITE 42 34 4000 90

B7124BC 220 2 20 200 BLACK 42 34 3000 90

B7124WC 220 2 20 200 WHITE 42 34 3000 90

Spot led  con led 1 cob da 2W corpo bianco, 
con angolo illuminazione 36°,driver Philips e 
Led Cree. 

Adjustable led spot with 2W one cob led, white 
body, with 36 ° lighting angle, Philips driver and 
Cree Led

B7124   220V    2W
E

CODE
V
Ac

POWER
W

IP lm COLOR
H

Mm
P

mm
TC
°k

CRI

B7130BN 220 10 20 900 BLACK 42 128 4000 90

B7130WN 220 10 20 900 WHITE 42 128 4000 90

B7124BC 220 10 20 900 BLACK 42 128 3000 90

B7124WC 220 10 20 900 WHITE 42 128 3000 90

Spot led  con led 5 cob 10W corpo bianco, 
con angolo illuminazione 36°,driver Philips e 
Led Cree. 

Adjustable led spot with 10W 5 cob led, white 
body, with 36 ° lighting angle, Philips driver and 
Cree Led

B7130   220V    10W
E

CODE
V
ac

POWER
W

IP lm COLOR
H

Mm
P

mm
TC
°k

CRI

B7133BN 220 20 20 1800 BLACK 42 242 4000 90

B7133WN 220 20 20 1800 WHITE 42 242 4000 90

B7133BC 220 20 20 1800 BLACK 42 242 3000 90

B7133WC 220 20 20 1800 WHITE 42 242 3000 90

Spot led  con led 10 cob da 20W corpo 
bianco, con angolo illuminazione 36°,driver 
Philips e Led Cree. 

Adjustable led spot with 20W 10 cob led, white 
body, with 36 ° lighting angle, Philips driver and 
Cree Led

B7133   220V    20W
E
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FARETTI LED PLAFONE  

CODE
V
ac

POWER
W

IP Lm COLOR
H

mm
D

mm
TC
°k

CRI

B7134C 220 10 20 820 WARM 65 70 3000 90

B7134N 220 10 20 820 NATUR 65 70 4000 90

Faro led   da 10W da plafone  con 5 led COB

B7134   220V    10W
D

10W LED ceiling light with 5 COB LEDs

CODE
V
ac

POWER
W

IP Lm COLOR
H

mm
D

mm
TC
°k

CRI

B7139C 220 8 20 650 WARM 65 70 3000 90

B7139N 220 8 20 650 NATUR 65 70 4000 90

Faro led   da 8W da plafone  con 4 led COB

B7139   220V    8W
D

8W LED ceiling light with 4 COB LEDs

CODE
V
ac

POWER
W

IP Lm COLOR
H

mm
D

mm
TC
°k

CRI

B7137C 220 8 20 650 WARM 65 70 3000 90

B7137N 220 8 20 650 NATUR 65 70 4000 90

Faro led   da 8W da plafone  con 4 led COB

B7137   220V    8W
D

8W LED ceiling light with 4 COB LEDs
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PORTAFARETTI  

Porta-faretto da incasso  con attacco GU10
Connettore da binario Powergear
Disponibile in versione bianco e nero 

Recessed spotlight holder with GU10 socket
Powergear track connector
Available in black and white version

BFBG02   

CODE
P Max

W
Color Plug IP

H
mm

L x P
mm

BFBG02B 35 Bianco GU10 20 118 112x112

BFBG02N 35 Nero GU10 20 118 112x112

INCASSO  

Porta-faretto con asta per faretti GU10
Disponibile in due lunghezze in 
versione nero 

Spotlight holder with GU10 spotlight rod
Available in two lengths in black version

BFBG03   

CODE
P Max

W
Color Plug IP

H
mm

L x P
mm

BFBG031 35 Nero GU10 20 400 150x62

BFBG032 35 Nero GU10 20 700 150x62

Porta-faretto da incasso  con attacco MR16
Connettore da binario Powergear
Disponibile in versione bianco e nero 

Recessed spotlight holder with MR16 socket
Powergear track connector
Available in black and white version

BFBG019   

CODE
P Max

W
Color Plug IP

H
mm

L x P
mm

BFBG019B 35 Bianco MR16 20 34 99 x 99

BFBG019N 35 Nero MR16 20 34 99 x 99
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FARI A BINARIO LED   
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FARI A BINARIO LED  

CODE
V
ac

POWER
W

N°
LED

Angle
°

COLOR CRI lm
D x H
mm

TC
°k

BFBT01C 85-240 30 1 38 WARM >80 3300 100 X 155 3000

BFBT01N 85-240 30 1 38 NATUR >80 3300 100 X 155 4000

BFBT01F 85-240 30 1 38 COLD >80 3400 100 X 155 5000

Faro led a binario Trifase 30W 
orientabile a 360° corpo in alluminio 
completo di dissipatore design 
moderno. 

Threephase Led spot track  30 W 360° angle 
adjustable with heatsink original design.

BFBT01    30WD

CODE
V
ac

POWER
W

N°
LED

Angle
°

COLOR CRI lm
D x H
mm

TC
°k

BFB217 85-240 36 1 15/60 CCT >97 4600 115 X 63 CCT

Faro led a binario Trifase 36W con 
CRI97 angolo selezionabile e UGR11

36W three-phase LED track light with selectable 
angle CRI97 and UGR11

BFB217    36WE

TRIFASE  

E

CODE
V
ac

POWER
W

N°
LED

Angle
°

COLOR CRI lm
D x H
mm

TC
°k

BFB022C 85-240 20 1 38 WARM >89 2000 73 X 170 3000

BFB022N 85-240 20 1 38 NATUR >89 2050 73 X 170 4000

Faro led a binario 20W orientabile a 
360° corpo in alluminio completo di 
dissipatore design moderno. 

Led spot track  20W 360° angle adjustable with 
heatsink original design.

BFB022   20W

MONOFASE  

CRI97  
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FARI A BINARIO LED  

CODE
V
ac

POWER
W

N°
LED

Angle
°

COLOR CRI lm
D x H
mm

TC
°k

BFBT50C 85-240 12 1 36 WARM >90 1000 100 X 155 3000

BFBT50N 85-240 12 1 36 NATUR >90 1000 100 X 155 4000

BFBT50F 85-240 12 1 36 COLD >90 1000 100 X 155 5000

Faro led a binario Trifase 12W 
orientabile a 360° corpo in alluminio 
completo di dissipatore design 
moderno. 

Threephase Led spot track  12 W 360° angle 
adjustable with heatsink original design.

BFBT50    30WD

CODE
V
ac

POWER
W

UGR
Angle

°
COLOR CRI lm

D x H
mm

TC
°k

BFBT14NC 85-240 15-35 18 35 CCT >90 3500 100 X 105 3000

BFBT14NN 85-240 15-35 18 35 CCT >90 3500 100 X 105 4000

Faro led a binario Trifase 15W 35W  
CCT  con angolo di 35° corpo in 
alluminio completo di dissipatore 
design moderno. 

15W 35W 3-phase LED CCT track spotlight with 
an beam angle 35°and an aluminum body 
featuring a heat sink and modern design.

BFBT14    15W – 35W D

CCT  15W-35W  



59

FARI A BINARIO LED  

CODE
V
ac

POWER
W

UGR
Angle

°
COLOR CRI lm

D x H
mm

TC
°k

BFBT08NC 85-240 30 19 15-60 WARM >90 1600 75 X 110 3000

BFBT08NN 85-240 30 19 15-60 NATUR >90 1600 75 X 110 4000

Faro led a binario Trifase 20W  con 
angolo regolabile da 15° A 60° corpo in 
alluminio completo di dissipatore 
design moderno. 

20W 3-phase LED track spotlight with an 
adjustable beam angle (15° to 60°) and an 
aluminum body featuring a heat sink and 
modern design.

BFBT08    20WD
ANGOLO 

REGOLABILE 15-60°

CODE
V
ac

POWER
W

UGR
Angle

°
COLOR CRI lm

D x H
mm

TC
°k

BFBT09NC 85-240 20-35 18 24-60 CCT >90
3100
3800

80 X 220 3000

BFBT09NN 85-240 20-35 18 24-60 CCT >90
3100
3800

80 X 220 4000

Faro led a binario Trifase 20W 35W  
CCT  con angolo regolabile da 15° A 60°
corpo in alluminio completo di 
dissipatore design moderno. 

20W 35W 3-phase LED CCT track spotlight with 
an adjustable beam angle (15° to 60°) and an 
aluminum body featuring a heat sink and 
modern design.

BFBT09    20W – 35W D

CCT  25W-35W  

CODE
V
ac

POWER
W

UGR
Angle

°
COLOR CRI lm

D x H
mm

TC
°k

BFBT09NC 85-240 40 18 120 Black >90 4700 337 X 126 4000

BFBT09NN 85-240 40 18 120 White >90 4700 337 X 126 4000

Faro Matrix led a binario Trifase 40W  
Rotazione 355° / Inclinazione 25°
corpo in alluminio completo di 
dissipatore design moderno. 

40W LED Matrix spotlight for 3-phase track; 
355° rotation / 25° tilt; aluminum body with 
heat sink; modern design.

BFBM01    40W D

MATRIX   
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PROIETTORI FARETTI ESTERNO LED 
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PROIETTORI STRADALI 

E

E

E

CODE
V
ac

POWER
W

H palo 
m

IP COLOR CRI lm
TC
°k

D palo 
mm

L x P x H
mm

BSS30N 220 30 6 65 COLD >80 3000 4000 45 302x130x66

Proiettore stradale a led in alluminio 
fissaggio a palo durata 50.000 ore 

Led aluminum street light pole fixing 
Average 50.000 h

BSS30   220V   30W 

CODE
V
ac

POWER
W

H palo 
m

IP COLOR CRI lm
TC
°k

D palo 
mm

L x P x H
mm

BSS50N 220 50 7 65 NATUR >80 5000 4000 50 396x170x88

Proiettore stradale a led in alluminio 
fissaggio a palo durata 50.000 ore 

Led aluminum street light pole fixing 
Average 50.000 h

BSS50N  220W   50W

CODE
V
ac

POWER
W

H palo 
m

IP COLOR CRI lm
TC
°k

D palo 
mm

L x P x H
mm

BSS100N 220 100 8 65 NATUR >80 10000 4000 60 460x170x88

Proiettore stradale  a led in alluminio 
fissaggio a palo durata 50.000 ore 

Led aluminum street light pole fixing 
Average 50.000 h

BSS100N  220V    100W10000 lm
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PROIETTORI STRADALI 

E

CODE
POWER

W

I
Batt

A
IP COLOR CRI lm

TC
°k

Protez
Impatti

Batteria

BSOLD60F 60 11,5 65 COLD >80 1800 6000 IK08 LiFePO4

BSOLD100F 100 16,5 65 COLD >80 2600 6000 IK08 LiFePO4

BSOLD200F 200 27,5 65 COLD >80 4000 6000 IK08 LiFePO4

Faro LED Stradale  con ricarica ad energia 
Solare. Dotato di un pannello Fotovoltaico 
indipendente, che può essere installato con una 
direzione differente rispetto al faro, in modo da 
ottimizzare l'irraggiamento solare.
Utilizza batteria al Litio, che garantiscono 
un'autonomia fino a 8h.
Il faro è dotato di un telecomando che ne 
permette il controllo a distanza, e la 
regolazione della luminosità e della durata.
Le principali funzioni sono:
Luminosità 60% autonomia 3ªh
Luminosità 30% autonomia 5/8ªh
Il faro è completamente protetto da acqua e 
polvere, con protezione IP65.

LED Street Light with Solar Energy Charging. 
Equipped with an independent photovoltaic 
panel, which can be installed with a different 
direction than the lighthouse, in order to 
optimize solar radiation.
It uses lithium batteries, which guarantee 
autonomy up to 8h.
The lighthouse is equipped with a remote 
control that allows remote control, and 
adjustment of brightness and duration.
The main functions are:
Brightness 60% autonomy 3ªh
Brightness 30% autonomy 5 / 8ªh
The lighthouse is completely protected from 
water and dust, with IP65 protection.

BSOLD     60W  100W  200W
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RIFLETTORI LED 

CODE
V
ac

POWER
W

LED IP COLOR CRI lm
TC
°k

L x P x H
mm

BFL10C 220 10 MUL 65 WARM >80 900 3000 122x105x30

BFL10N 220 10 MUL 65 NATUR >80 900 4000 122x105x30

BFL10F 220 10 MUL 65 COLD >80 900 6000 122x105x30

BFL20C 220 20 MUL 65 WARM >80 1700 3000 168x135x30

BFL20N 220 20 MUL 65 NATUR >80 1700 4000 168x135x30

BFL20F 220 20 MUL 65 COLD >80 1700 6000 168x135x30

BFL30C 220 30 MUL 65 WARM >80 2500 3000 185x163x30

BFL30N 220 30 MUL 65 NATUR >80 2500 4000 185x163x30

BFL30F 220 30 MUL 65 COLD >80 2500 6000 185x163x30

BFL50C 220 50 MUL 65 WARM >80 4300 3000 245x192x30

BFL50N 220 50 MUL 65 NATUR >80 4300 4000 245x192x30

BFL50F 220 50 MUL 65 COLD >80 4300 6000 245x192x30

BFL100C 220 100 MUL 65 WARM >80 8500 3000 330x270x35

BFL100N 220 100 MUL 65 NATUR >80 8500 4000 330x270x35

BFL100F 220 100 MUL 65 COLD >80 8500 6000 330x270x35

Riflettore a led da 10 W con corpo in 
alluminio, vetro temperato e led 
multichip

10 W LED spotlight with aluminum casting, 
tempered glass and MULTICHIP led 

BFL    10W  100WE

CODE
V
ac

POWER
W

N°
LED

IP COLOR CRI lm
TC
°k

L x P x H
mm

BFL200F 220 200 MUL 65 COLD >80 16000 6000 450x335x45

BFL200      200WE

Riflettore a led da 200 W con corpo in 
alluminio, vetro temperato e multichip
led 

200 W LED spotlight with aluminum casting, 
tempered glass and MULTICHIP led 

16000 lm
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FARI INDUSTRIALI  LED 

E

Faro industriale a led ad alta luminosità 
e basso consumo. Ideale per illuminare 
capannoni industriali

BFI100   220V   100W

CODE
V
ac

POWER
W

LED IP COLOR CRI Lm
D x H
mm

TC
°k

BFI100N 220 100 MUL 65 NATUR >80 11500 410 x 370 4000

Led Lighthouse hight brightness low
comsumption for enlighten industrial 
sheds

E

Faro industriale a led ad alta luminosità 
e basso consumo. Ideale per illuminare 
capannoni industriali

BFI150   220V    150W

CODE
V
ac

POWER
W

LED IP COLOR CRI Lm
D x H
Mm

TC
°k

BFI150N 220 150 MUL 65 NATUR >80 18000 495 x 230 4000

Led Lighthouse hight brightness low
comsumption for enlighten industrial 
sheds

18000 lm

D

Faro industriale a led ad alta luminosità 
e basso consumo. Ideale per illuminare 
capannoni industriali

BFIA150N  220V   150W

CODE
V
ac

POWER
W

LED IP COLOR CRI lm
D x H
mm

TC
°k

BFIA150N 220 150 MUL 65 NATUR >80 18000 330 x 200 4000

Led Lighthouse hight brightness low
comsumption for enlighten industrial 
sheds
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HIGH BAY LED 

D

Faro industriale a led ad alta luminosità 
e basso consumo. Ideale per illuminare 
capannoni industriali

BFI100H  220V   100W

CODE
V
ac

POWER
W

LED IP COLOR CRI lm
D x H
mm

TC
°k

BFI100H 220 100 MUL 65 NATUR >80 10000 305 x 90 4000

Led Lighthouse hight brightness low 
comsumption for enlighten industrial 
sheds

D

Faro industriale a led ad alta luminosità 
e basso consumo. Ideale per illuminare 
capannoni industriali

BFI100T  220V  100W

CODE
V
ac

POWER
W

LED IP COLOR CRI lm
D x H
mm

TC
°k

BFI100T 220 100 MUL 65 NATUR >80 12000 600 x 145 4000

Led Lighthouse hight brightness low 
comsumption for enlighten
industrial sheds
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APPLIQUE  LED 

BE03   220V  6W

CODE Color
POWER

W
Lm IP

H
mm

L x P
mm

BE03C Warm 6 600 65 90 125x225

BE03N Natur 6 600 65 90 125x225

BE03F Cold 6 600 65 90 125x225

Lampada segna-passo da parete in 
alluminio con  angolo di illuminazione di  
45°

Wall-mounting lamp in aluminum with 
a 45 ° light angle

BE02

CODE Finish
POWER

W
Plug IP

H
mm

L x P
mm

BE02 Allum - GU10 65 245 110x105

Up and down ceiling lamp with GU10 plug
made aluminium .
Light bulb not included

Lampada up and down da parete con 
attacco GU10 corpo in alluminio
Lampadina non inclusa

BE01

CODE Finish
POWER

W
Plug IP

H
mm

L x P
mm

BE01 Allum - GU10 65 81 92x68

Up and down ceiling lamp with GU10 plug
made aluminium .
Light bulb not included

Lampada up and down da parete con 
attacco GU10 corpo in alluminio
Lampadina non inclusa

UP AND 
DOWN  

E
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SPOT  LED DA GIARDINO 

CODE
I

mA
POWER

W
IP lm COLOR

H
mm

D
mm

TC
°k

FORO
mm

B2583C 700 3 68 240 WARM 53 43 3000 40

B2583N 700 3 68 240 NATUR 53 43 4000 40

Spot led cob 3W,IP68 carcassa Inox, con angolo 
illuminazione 30°,diametro da 43mm,foro da 
40mm

Spot led cob 3W, IP68 Inox frame, with 30 ° 
lighting angle, 43mm diameter, 40mm hole 

B2583    700mA    3W
DIP68  

CODE
V

Dc
POWER

W
IP lm COLOR

H
mm

D
mm

TC
°k

FORO
mm

B1979C 12 5 67 550 WARM 94 64 3000 52

B1979N 12 5 67 550 NATUR 94 64 4500 52

B1979RGB 12 5 67 550 RGB 94 64 RGB 52

Spot led cob 5W,IP67 carcassa nera, con angolo 
illuminazione 30°,diametro da 64mm,foro da 
52mm

Spot led cob 3W, IP68 black frame, with 30 ° 
lighting angle, 64mm diameter, 52mm hole 

B1979    12V    5W
D

INOX 316  
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SPOT  LED DA GIARDINO 

CODE
I

mA
POWER

W
IP lm COLOR

H
mm

D
mm

TC
°k

FORO
mm

B2585C 700 3 68 300 WARM 53 43 3000 40

B2585N 700 3 68 300 NATUR 53 43 4000 40

Spot led cob 3W,IP68 carcassa inox, con angolo 
illuminazione 30°,diametro da 43mm,foro da 
40mm

Spot led cob 3W, IP68 Inox frame, with 30 ° 
lighting angle, 43mm diameter, 40mm hole 

B2585    700mA    3W
D

IP68  

CODE
V

Dc
POWER

W
IP lm COLOR

H
mm

D
mm

TC
°k

FORO
mm

B2587C 12 5 67 550 WARM 94 64 3000 52

B2587N 12 5 67 550 NATUR 94 64 4000 52

B2587RGB 12 5 67 550 RGB 94 64 RGB 52

Spot led cob 5W,IP67 carcassa nera, con angolo 
illuminazione 30°,diametro da 64mm,foro da 
52mm

Spot led cob 3W, IP68 black frame, with 30 ° 
lighting angle, 64mm diameter, 52mm hole 

B2587    12V    5W
D

INOX 316  

CODE
V

Dc
POWER

W
IP lm COLOR

H
mm

D
mm

TC
°k

FORO
mm

B2597C 12 9 67 1050 WARM 94 64 3000 52

B2597N 12 9 67 1050 NATUR 94 64 4000 52

Spot led cob 9W,IP67 carcassa silver,
diametro da 79mm,foro da 65mm

Spot led cob 9W, IP67 silver frame,
79mm diameter, 65mm hole 

B2597    12V    9WD
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SPOT  LED DA GIARDINO 

BE05

CODE Finish
POWER

W
Plug IP

H
mm

L x P
mm

BE05 STEEL - GU10 65 121 110x110

Apparecchio di illuminazione  di 
segnalazione da incasso per installazioni 
in esterni con livello di protezione IP65 
calpestabile. Lampadina non inclusa

Lighting appliance with recessed step
lighting leds for outdoor istallation with 
IP65 protection. Bulb not included

BE06   

CODE Finish
POWER

W
Plug IP

H
mm

L x P
mm

BE06 Allum - GU10 65 320 180x145

Faretto da esterno con picchetto in 
alluminio. Lampadina non inclusa

Outdoor spotlight with aluminum spike. 
Bulb not included

Spot led cob 5W,orientabile carcassa silver, con 
angolo illuminazione 24°,diametro da 52mm,da 
incasso nel soffitto contro-soffitto cartongesso

Spot led cob 5W, adjustable silver frame, with 
24 ° lighting angle, 52mm diameter, recessed in 
plasterboard ceiling

B2598    12V    3W
D

CODE
V

Dc
POWER

W
IP lm COLOR

H
mm

D
mm

TC
°k

H
mm

B2598C 12 3 67 550 WARM 30 50 3000 95

B2598N 12 3 67 550 NATUR 30 50 4500 95

B2598F 12 3 67 550 COLD 30 50 6000 95
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PANNELLI LED - PLAFONIERE LED  
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PANNELLI 

E

CODE Finish
POWER

W
lm IP COLOR

H
mm

L x P
mm

TC
°k

BP01AC WHITE 30 3000 40 WARM 9 596x596 3000

BP01UN WHITE 35 3500 40 NATUR 9 596x596 4000

BP01AN WHITE 36 3100 40 NATUR 9 596x596 4000

BP01AF WHITE 35 3500 40 COLD 9 596x596 6000

BP01BN WHITE 40 4000 40 NATUR 9 596x596 4000

BP01BF WHITE 40 4000 40 COLD 9 596x596 6000

Pannello led ultra piatto, assenza di strobo 
flash. Bordo in alluminio Alimentatore incluso

Super slim Led panel, absence of strobo flash. 
Aluminum edge. Led driver  included.

BP01  220V   30 W / 40W

E

CODE Finish
POWER

W
lm IP COLOR

H
mm

L x P
mm

TC
°k

BP02N WHITE 40 4000 20 NATUR 9 1195x295 4000

BP02C WHITE 40 4000 20 WARM 9 1195x295 3000

BP02F WHITE 40 4000 20 COLD 9 1195x295 6000

Pannello led ultra piatto, assenza di strobo 
flash. Bordo in alluminio Alimentatore incluso

Super slim Led panel, absence of strobo flash. 
Aluminum edge. Led driver  included.

BP02  220V   40W
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BP01KB  220V   38W

D

CODE Finish
POWER

W
lm IP COLOR

H
mm

L x P
mm

TC
°k

BP01KB WHITE 38 3800 20 NATUR 35 595x595 4000

Nuova generazione di pannelli led, i moduli LED 
si trovano sulla parete del pannello posteriore e 
illuminano direttamente verso il basso. 
Si tratta di pannelli retroilluminati dotati di lenti 
che estendono l'angolo di emissione della luce, 
garantendo l'uniformità dell'illuminazione. 
L'eliminazione della piastra conduttrice di luce 
riduce notevolmente la possibilità di 
ingiallimento dell'apparecchio e consente 
migliori parametri di illuminazione. 

New generation of led panels, the LED modules 
are located on the rear panel wall and light 
directly downwards.
These are backlit panels equipped with lenses 
that extend the angle of light emission, ensuring 
uniformity of lighting. The elimination of the 
light conducting plate considerably reduces the 
possibility of yellowing of the luminaire and 
allows better lighting parameters.

PANNELLI – PLAFONIERE LED 
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BP4072  220V   40W

PANNELLI  LED BASSO UGR 

E

CODE Finish
POWER

W
lm IP

ANGLE
°

H
mm

L x P
mm

TC
°k

BP4072C WHITE 40 3600 40 120 14 591x591 3000

BP4072N WHITE 40 3600 40 120 14 591x591 4000

Cornice luminosa 40W Bianco Neutro 60X60cm  
indicato per  uffici e sale riunioni.

Bright frame 40W Neutral White 60X60cm 
suitable for offices and meeting rooms

BP6060  220V   32W
D

CODE Finish
POWER

W
lm IP

ANGLE
°

H
mm

L x P
mm

TC
°k

BP6060 WHITE 32 4500 40 80 13 595x595 4500

Pannello Led con ottica modulare UGR16  
Bianco Neutro 32W 60X60cm  indicato per  
uffici ed enti pubblici

Led panel with UGR 16 Neutral White 32W 
60X60cm modular optic indicated for offices 
and public bodies

UGR  16  

PANNELLI – PLAFONIERE LED 
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PLAFONIERE  LED 

E

CODE Color
POWER

W
lm IP COLOR

H
mm

L x P
mm

TC
°k

BSLFI12 Gray 24 4000 65 NATUR 58 1200x65 4000

BSLFI15 Gray 32 5200 65 NATUR 58 1500x65 4000

Plafoniera LED esterno compatta adatta per 
essere collegata in file continue

Outdoor cabinet very compact recommended
for in line installation

BSLFI    220V  24W   32W

E

CODE Color
POWER

W
lm IP COLOR

H
mm

L x P
mm

TC
°k

BERG50 Gray 50 7000 65 NATUR 77 1190x75 4000

BERG70 Gray 70 9800 65 NATUR 77 1570x75 4000

Plafoniera LED esterno compatta, semplice e 
affidabile

Outdoor cabinet very compact, simply and 
reilable

BERG   220V   50W  70W

ALTA 
LUMINOSITA’  

E

CODE Color
POWER

W
lm IP COLOR

H
mm

L x P
mm

TC
°k

BKALUW Gray 10 700 65 NATUR 66 118x212 4000

BKALUK Gray 10 700 65 NATUR 72 188x188 4000

Plafoniera LED esterno compatta 

Outdoor cabinet very compact 

BKALU   220V   10W

BKALUW  

PLAFONIERE LED 
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ACCESSORI
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ALIMENTATORI LED MEAN WELL

CODE
V
dc

POWER
W

Input 
min V

Input 
max V

H
mm

P x L
mm

BLRS1512 12 15 90 264 28 62 x 51

BLRS1524 24 15 90 264 28 62 X 51

BLRS2512 12 25 90 264 28 78 x 51

BLRS2524 24 25 90 264 28 78 X 51

BLRS3512 12 35 90 264 30 99 x 82

BLRS3524 24 35 90 264 30 99 X 82

BLRS5012 12 50 90 264 30 99 x 82

BLRS5024 24 50 90 264 30 99 X 82

BLRS10012 12 100 90 264 30 129 x 97

BLRS10024 24 100 90 264 30 129 X 97

BLRS15012 12 150 90 264 30 160 x 98

BLRS15024 24 150 90 264 30 160 X 98

BLRS20012 12 200 90 264 30 215 x 116

BLRS20024 24 200 90 264 30 215 X 116

Alimentatore led IP20 tensione costante 12V/24V
Protezione Cortocircuito Sovraccarico Sovratensione 

IP20 constant voltage 12V / 24V led power supply
Short Circuit Protection Overload Overvoltage

BLRS   12/24V  15W - 200  W

CODE
V
dc

POWER
W

Input 
min V

Input 
max V

H
mm

P x L
mm

BRSP20012 12 200 90 264 30 215 x 115

BRSP20024 24 200 90 264 30 215 X 115

BRSP32012 12 320 90 264 30 215 x 115

BRSP32024 24 320 90 264 30 215 X 115

BRSP50012 12 500 90 264 40 230 x 127

BRSP50024 24 500 90 264 40 230 X 127

Alimentatore led IP20 tensione costante 12V/24V
Protezione Cortocircuito Sovraccarico Sovratensione
Efficienza 90% 

IP20 constant voltage 12V / 24V led power supply
Short Circuit Protection Overload Overvoltage
Efficiency 90%

BRSP   12/24V  200W - 500 W
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CODE
V
dc

POWER
W

Input 
min V

Input 
max V

H
mm

P x L
mm

BLPH1812 12 18 90 264 22 140 x 30

BLPH1824 24 18 90 264 22 140 X 30

BLPV2012 12 20 90 264 26 118 x 35

BLPV2024 24 20 90 264 26 118 X 35

BLPV3512 12 35 90 264 30 148 x 40

BLPV3524 24 35 90 264 30 148 X 40

BLPV6012 12 60 90 264 32 162 x 43

BLPV6024 24 60 90 264 32 162 X 30

BLPV10012 12 100 90 264 37 190 x 52

BLPV10024 24 100 90 264 37 190 X 52

BLPV15012 12 150 90 264 38 191 x 63

BLPV15024 24 150 90 264 38 191 X 63

Alimentatore led IP67 tensione costante 
12V/24V classe II. Protezione Cortocircuito 
Sovraccarico Sovratensione 

IP67 12V/24V constant voltage LED power 
supply, class II. Short Circuit Protection Overload 
Overvoltage

BLPV   12/24V  18W -150 W

ALIMENTATORI LED IP67 MEAN WELL

CODE
V
dc

POWER
W

Input 
min V

Input 
max V

H
mm

P x L
mm

BXLG7512 12 75 90 264 22 140 x 30

BXLG7524 24 75 90 264 22 140 X 30

BXLG10012 12 100 90 264 26 118 x 35

BXLG10024 24 100 90 264 26 118 X 35

BXLG15012 12 150 90 264 30 200 x 63

BXLG15024 24 150 90 264 30 200 X 63

BXLG20012 12 200 90 264 32 220 x 70

BXLG20024 24 200 90 264 32 220 X 70

Alimentatore led IP67 tensione costante 
12V/24V classe II. Protezione Cortocircuito 
Sovraccarico Sovratensione Efficienza 94%

IP67 12V/24V constant voltage LED power 
supply, class II. Short Circuit Protection Overload 
Overvoltage Efficiency 94%

BXLG   12/24V  75W -240 W
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CODE
V
dc

POWER
W

Input 
min V

Input 
max V

H
mm

P x L
mm

BUT1212 12 12 220 240 13 128 x 50

BUT2012 12 20 220 240 13 128 x 50

BUT3012 12 30 220 240 16 155 x 53

BUT5012 12 50 220 240 22 185 x 64

BUT1224 24 12 220 240 13 128 x 50

BUT2024 24 20 220 240 13 128 x 50

BUT3024 24 30 220 240 16 155 x 53

BUT5024 24 50 220 240 22 185 x 64

Alimentatore led super slim in tensione 
costante 12V  classe II, morsetti a vite 

Super-slim 12V constant voltage LED power 
supply, class II, screw terminal

BUT12   12/24V   12/50W

ALIMENTATORI LED  SLIM 

CODE
V
dc

POWER
W

Input 
min V

Input 
max V

H
mm

P x L
mm

BMINI124 12 4 100 240 21 38 x 27

BMINI244 24 4 100 240 21 38 X 27

Alimentatore led IP20 tensione costante 
12V/24V classe II 

IP20 12V/24V constant voltage LED power 
supply, class II

BMINI   12/24V  4W

SOTTILE  

CODE
V
dc

POWER
W

Input 
min V

Input 
max V

H
mm

P x L
mm

BLT3012 12 30 220 240 16 251 x 30

BLT6012 12 60 220 240 16 251 x 30

BLT7512 12 75 220 240 17 305 x 30

BLT10012 12 100 220 240 17 305 x 30

BLT15012 12 150 220 240 18 312 x 30

BLT3024 24 30 220 240 16 251 x 30

BLT6024 24 60 220 240 16 251 x 30

BLT7524 24 75 220 240 17 305 x 30

BLT10024 24 100 220 240 17 305 x 30

BLT15024 24 150 220 240 18 312 x 30

BLT20024 24 200 220 240 18 312 x 30

Alimentatore led super slim in tensione 
costante 12V  classe II, morsetti a vite 

Super-slim 12V constant voltage LED power 
supply, class II, screw terminal

BLT   12/24V   30/150W
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ALIMENTATORI LED WATERPROOF 

CODE
V
dc

POWER
W

Input 
V

IP
H

mm
P x L
mm

BPH30 12 30 100/240 67 21 30 x 164

BPH45 12 45 100/240 67 33 40 x 223

Alimentatore per led  in tensione costante 12V  
con cavi di connessione 200 mm IP67

12V costant voltage LED driver with 200 mm 
connection cables IP67

BPH    12V   30/45W

CODE
V
dc

POWER
W

Input
V

IP
H

mm
P x L
mm

BPHW36 12 36 170/250 67 32 41 x 152

BPHW60 12 60 170/250 67 53 67 x 200

BPHW  12V   36/60W

Alimentatore per led  in tensione costante 12V  
con cavi di connessione 200 mm IP67

12V costant voltage LED driver with 200 mm 
connection cables IP67

CODE
V
dc

POWER
W

Input 
V

IP
H

mm
P x L
mm

BPHWZ80 12 80 220 67 45 45 x 180

BPHWZ150 12 150 220 67 57 120 x 232

BPHWZ   12V   80/150W

Alimentatore per led  in tensione costante 12V  
con cavi di connessione 200 mm  IP67

12V costant voltage LED driver with 200 mm 
connection cables IP67
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CODE
L 

mm
IP Color

BYC1 2000 20 Black

Cablaggio con spina bipolare e interruttore a 
pedale, lunghezza 2 m 

Cordset with pin plug and foot switch, 2 m 
length

BYC1

CABLATI

BYC2

BYC3

CODE
L 

mm
IP Color

BYC2 2000 20 Trasp

Cablaggio con spina bipolare e interruttore 
rompifilo lunghezza 2 m 

Cordset with pin plug and in-line cord switch

CODE
L 

mm
IP Color

BYC3 2000 20 White

Cablaggio con spina bipolare e interruttore 
rompifilo lunghezza 2 m 

Cordset with pin plug and in-line cord switch



81

CODE MATER IP Finish

BPROD4W Alluminio 20 Bianco

BPROD4C Alluminio 20 Cromo

BPROD4I Alluminio 20 Inox

BPROD4S Alluminio 20 Satin

BPROD4O Alluminio 20 Oro

BPROD4R Alluminio 20 Rame

Portafaretto spot GU10 e MR16 Fisso Quadrato

Spotlight holder GU10 and MR16 Fixed Square 

BPROD4

PORTA FARETTI

CODE MATER IP Finish

BPROD3W Alluminio 20 Bianco

BPROD3C Alluminio 20 Cromo

BPROD3I Alluminio 20 Inox

BPROD3S Alluminio 20 Satin

BPROD3O Alluminio 20 Oro

BPROD3R Alluminio 20 Rame

Portafaretto spot GU10 e MR16 Fisso Tondo

Spotlight holder GU10 and MR16 Fixed  round

BPROD3
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CODE MATER IP Finish

BPRAN6W Alluminio 20 Bianco

BPRAN6C Alluminio 20 Cromo

BPRAN6I Alluminio 20 Inox

BPRAN6S Alluminio 20 Satin

BPRAN6O Alluminio 20 Oro

BPRAN6R Alluminio 20 Rame

Portafaretto spot GU10 e MR16 Orientabile 
Quadrato

Spotlight holder GU10 and MR16 Adjustable 
Square 

BPRAN6

PORTA FARETTI

CODE MATER IP Finish

BPRAN5W Alluminio 20 Bianco

BPRAN5C Alluminio 20 Cromo

BPRAN5I Alluminio 20 Inox

BPRAN5S Alluminio 20 Satin

BPRAN5O Alluminio 20 Oro

BPRAN5R Alluminio 20 Rame

Portafaretto spot GU10 e MR16 Orientabile 
Tondo

Spotlight holder GU10 and MR16 Adjustable  
round

BPRAN5



CODE MATER Color DIM

BPFG3 Gesso White 150x150x80

Portafaretto in gesso per spot GU10/MR16  
Inclinato

Plaster carrier for inclined gu10/MR16 spot

BPFG3
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CODE MATER Color DIM

BPFG1 Gesso White 120x120x55

Portafaretto in gesso per spot GU10/MR16 
Quadrato

Plaster carrier for square gu10/MR16  spot

BPFG1

PORTA FARETTI IN GESSO

CODE MATER Color DIM

BPFG2 Gesso White 150x150x80

Portafaretto in gesso per spot GU10/MR16  
Rotondo

Plaster carrier for round gu10/MR16  spot

BPFG2
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APPLIQUE  LED 

BLD2084

CODE Finish
POWER

W
Lm IP COLOR

L x P
Mm

BLD2084C Allum 3 270 40 3000 380x37

BLD2084F Allum 3 270 40 6000 380x37

Lampada applique snodabile 

Articulated  lamp

E

Lampada sovra specchio bagno  

Over-mirror bathroom lamp

BULO

CODE Finish
POWER

W
Plug IP

H
mm

L x P
mm

BULO STEEL - GU9 44 79 280x104

BLD211

CODE Finish
POWER

W
Lm IP COLOR

L x P
mm

BLD211 Allum 6 540 40 6000 400x110

A

Lampada sovra specchio bagno  

Over-mirror bathroom lamp
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CODE
V
ac

POWER
W

AUT
h

lm COLOR
H

mm
L

mm
P

mm

BSAHER1 230 3 1 300 6000 76 350 117

BSAHER3 230 3 3 300 6000 76 350 117

Lampada per emergenza a 3W con 
possibilità di  avere 1 o 3 ore di 
autonomia

Emergency lamp with 3W with the 
possibility of having 1 or 3 hours of 
autonomy

BSAHER   220V    3W 

EMERGENZA LED 

E

CODE
V
ac

POWER
W

AUT
h

lm COLOR
H

mm
L

mm
P

mm

BSALED1 230 3 1 300 6000 76 350 117

BSALED3 230 3 3 300 6000 76 350 117

Lampada per emergenza a 3W con 
possibilità di  avere 1 o 3 ore di autonomia

Emergency lamp with 3W with the 
possibility of having 1 or 3 hours of 
autonomy

BSALED   220V    3W E
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CODE
V
ac

POWER
W

AUT
h

IP
Carica

h
H

mm
L

mm
P

mm

BDC7023 230 6-25 3 40 16 52 250 26

Kit Sistema Di Emergenza Led Voltaggio 
Costante  Led 220V Fino a 20W 
Autonomia  3 Ore

Led Emergency System Kit Constant 
Voltage 220V Led Up to 20W 3 Hours 
Autonomy

BDC7023   220V

GRUPPI DI EMERGENZA 

CODE
V
ac

POWER
W

AUT
H

IP
Carica

h
H

mm
L

Mm
P

mm

BDC7005 230 3-25 - 40 16 40 220 29

Ricambio Inverter Modulo Gruppo 
Emergenza per tutti luci led alimentato da 
220V da 3W fino a 25W come tubo led, 
faretto led,pannello led, plafoneria led 
ect. pulsante di prova inclusa, batteria 
esclusa

Spare Inverter Emergency Group Module 
for all LED lights powered from 220V from 
3W up to 25W as led tube, led spotlight, 
led panel  led ceiling light ect. test button 
included, battery not included

BDC7005   220V
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DIMMER CONTROLLER 
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DIMMER CONTROLLER 
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DIMMER CONTROLLER 
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DIMMER CONTROLLER 
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DIMMER CONTROLLER 
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DIMMER CONTROLLER 
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DIMMER CONTROLLER 

Modulo Caricatore USB 5V 2,1A Compatibile 
Con Placca Vimar Plana Colore Bianco Da 
Muro Per Scatola 503 504 505 Ricarica 
Veloce

5V 2.1A USB Charger Module Compatible 
With Vimar Plana White Color Wall Plate 
For Box 503 504 505 Fast Recharge

BLL511W  5V    2,1 A

CODE
V
Ac

I
A

Color IP
H

Mm
P x L
mm

BLL511W 110-220 2,1 White 20 44 22x42
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Soluzioni per illuminazione LED 
e controllo della luce
Realizzazione circuiti personalizzati 
Sviluppo prototipi su misura

Solution for LED lighting 
and light control
OEM led circuit
Customized
prototype development

SOLUZIONI SU MISURA 

Le immagini, le dimensioni e gli altri dati tecnici riportati in 
questo catalogo non sono vincolanti, e Baracos si riserva il diritto 
di modificarli senza preavviso.
I LED vanno sempre correttamente dissipati.
Loghi e marchi contenuti in questo catalogo appartengono ai 
legittimi proprietari

Pictures, size, technical data and specifications within this 
catalogue are not binding, and Baracos reserves the right to 
modify specifications without notice.
LED must always be dissipated.
The logos and trademarks within this catalog belong to their 
respective owners
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BARACOS SRL 

Sede operativa:
Via Papa Giovanni XXIII n° 66 
20009 Bareggio (MI) - Italia

Sede legale:
Via Monte Rosa 19

20149 Milano - Italia 

Tel +39.02.90363008 
P.I. 09590200961
www.baracos.it

tecnico@baracos.it
ordini@baracos.it

http://www.baracos.it/
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